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1 Introduction

The Z21 Service Application "Z21 Maintenance.exe" has been created at the request of the Z21
Community. With this application you can configure and maintain your Z21 system equipment (white and
black 221, smartRail) via Ethernet or WI-FI.

#, Z21 Maintenance Tool

File Options Help
Status | Settings | IP Settings ' LocoNet | CAN | R-BUS = multMAUS | Firmware update | Decoder update | CV Programming

Connection

Enter the IP address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192, 168.0.111

Disconnect

Versions

Serial number: Firmware version: Hardware type: Hardware version:
12345678 V1.40 2213 0

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
17,8V 17,5V 19 mA 3mA 23°C

connected with 192,168.0.111

In addition to the settings that you may be familiar with from the app, advanced users can also change
the network settings (at your own risk!) or update the Z21 firmware.

Even more settings are also offered for smartRail.

In addition, a Zimo decoder update is provided for the Z21. However, as there are numerous possible
sources of problems here — from inadequate contact on the track to conversions with buffer capacitors on
the decoder — the information provided is also provided at the user's own risk.

Please take into account in the settings of your Windows firewall and potentially also of your virus
scanner, that "Z21 Maintenance.exe" must be able to access the ports 21105, 21106 and 34472 via UDP
in order to communicate with your Z21. Very strict settings on the virus scanner and firewall may cause
communication on these ports to be reported as "suspicious network traffic" and be blocked.

The application can be started directly after downloading. No installation is required. However, certain
network settings need to be implemented; these are described in the sections below.
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2 Connection from the PC to the Z21

2.1 Connection options

There are numerous options to connect the PC to the Z21:

e Cable connection from PC via the router included as standard.
The connection is the easiest to set up. Both the PC and the Z21 are connected to the WI-FI

router via Ethernet cable.

588

Laptop or
Desktop PC WILAN Router

e Connection using WI-FI via the router included as standard.
To do this, the PC must be registered on the WI-FI router and the Z21 connected to the WI-FI
router via Ethernet cable. With smartRail, only a connection via WI-FI is possible.

) 3-8

WLAN Router

Laptop or
Desktop PC

e Direct connection without router using patch cable from the Ethernet port on the PC
directly to the LAN port on the Z21. This is the most stable connection. Omitting the router and
manually configuring the PC interface eliminates many potential sources of problems. This type
of connection is recommended for firmware and decoder updates should unexpected problems

occur during the update.

Laptop or
Desktop PC

In all examples shown in this manual, it is assumed that the IP settings have not been changed in the Z21
and, where appropriate, the WI-FI router supplied is being used.
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2.1.1 Connection using Ethernet cable via the router included as standard

The connection is the easiest to set up. Where necessary, first disconnect any Ethernet cables already
connected to the Ethernet port (100 MBit/s) on your PC.

Then insert an Ethernet cable (patch cable) into a free, yellow Ethernet port on the router supplied and
connect the other end to the Ethernet port on your PC. The Z21 is also connected to a yellow port on the
router.

The PC should now be assigned an IP address by the router. If this is not the case, the network settings
of the PC have been changed. Please check the following setting in the event of a problem:

Feedback Hub

Fhore Network & iemaet

Get Help
Get Office survived

days in a R o
Groove Music News A+

ALcounts Teme & Language

l -
¥ Network Connections = o
) “/ Network and intemet Network Connections
Orgenice « N S 8 0
L‘ Ethernet
I n 4 -
9 Ethem|
™ Duaiug
@® VPN

(9 Oata usage

('h.mge youl network settings

® Prowy
@ Change adapter aptions
% Shanng aptons
% HomeGroun

Select the option “Change adapter options”
Select "Properties" for the port to which the Z21 now relates (right mouse button).
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0 Ethernet Properties X
Metwaorking

Connect using:
It esktop Adapter
Intel(R) PRO/1000 MT Desktop Ad

This connection uses the following items:

Z3Client for Microsoft Networks ~

i3?!—"“:3 and Printer Sharing for Microsoft Networks

[ o s-PerRE Sched

Qrtemet Protocol Version 4 (

[0 s Micross wreeepteritplexor Protocol

. Microsoft LLOP Protocol Driver

& Intemet Protocol Version 6 (TCP/IPvE) v

< >
Instal... Uninstall

Description v

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

0K Cancel

Select "Internet protocol (TCP/IP)" and click "Properties".
Internet Protocol Yersion 4 (TCP/IPvd) Properties X

General  Alternate Configuration

‘You can get IP settings assigned automatically if your network supports
thiz capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

Dbtain an IP address automatically:
(Duse :
IF address: l:l
Subniet mask: I:I
Default gateway: l:l

(®) Obtain DNS server address automatically
(D Use the following DNS server addresses:

Preferred DMNS server: l:l
Alternate DMS server: l:l

Validate settings upon exit

e

Advanced...

Cancel

The default setting is "Obtain IP address automatically".

If the firewall is activated on your PC, you can now continue with step 2.2 "Firewall", otherwise go to step
2.3 "Making and testing the connection”.
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2.1.2 Connection using WI-FI via the router included as standard

Switch on Z21 and router.

@ = g N\ &

|
Tablet mode Connect \Network | All settings

12:02

O T

Click the mouse on the bubble (circled green) at the very bottom of the task bar and then on the network
settings above.

megintam

e Tad "o

Abplare mcde  Mobide hotspet

A 1 d BN
06/08

You can see a list of available networks

The name of the WI-FI network of the WI-FI router is “Z21-wxyz”, where wxyz are the end digits of the
router serial number (see “S/N” field on the underside of the router).

Click on the relevant Z21 network.
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221 _6FCE
& \

Enter the network secaty key

Yo

onnect by pushirg the busion on

Cancel

2
. e
2

ferpane mode  Meokde sotpes

Then enter the password for the network login.
This can be found in the "PIN" field on the underside of the router.
Then click "Next".

?—__,_—l meg.intern

Z21_6FCE
No Internet, secured

Properties

Disconnect

Now the WI-FI router is connected.

TIP!

You probably don't want your PC to automatically connect to the Z21's wireless router in the
future. This could be quite annoying when you want to use the wireless port on your PC for your
normal internet connection. For this reason, proceed as follows:

In the dialogue shown above, select "Change advanced settings" (marked orange in the screenshot
above).
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//r.' Z21_6FCE

No Internet, secured

Properties

Disconnect

Go to the "Wireless networks" list again.

Select the wireless router to which the Z21 is connected and select "Properties”.

Py

@ Z21_6FCE

Connect automatically when in range

Network profile

) Pubie
Your PC 5 hdden Dom other dewices On the network and can't be

wied for prted and fle thanng

O Provate

FOF 3 PSOrR JOu TrUst SUCh 25 3R home OF work, Your P »

Sucoverabie and can De wmedd for pownter and file sharng f you et

On the "Connection" tab, uncheck "Connect automatically when this network is in range". Then close the
dialogue with "OK". This means that the connection to the Z21-WI-FI needs to be actively set manually
when you actually want to use it.

If the firewall is activated on your PC, you can now continue with step 2.2 "Firewall", otherwise go to step
2.3 "Making and testing the connection".
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2.1.3 Direct connection via Ethernet cable without router

The most stable connection to your Z21 can be made via a direct connection using a network patch
cable. Omitting the router will remove a further potential source of error.

Where necessary, first disconnect any Ethernet cables already connected to the Ethernet port (100
MBit/s) on your PC. Then plug a patch cable into the LAN port on the Z21 and plug the other end into the
Ethernet port on your PC.

Feedback Hub

Fhore Network & iemaet

Get Help
Get Office survived
days ina
- y R
Groove Music News AT

ALcounts Teme & Language

S Home Status

¥ Network Connectons - O
P ¥ o Network snd intemet + Network Connections

I“ . Orgenice « = o 1 ©
:' Ethemet
) Ethermst -

[y

< Dakup
@ VPN

(9 Datausage

Change your network settings

@ Prowy
@ Change adapter aptions
% Shanng aptions
o8 HomeGroun

Select the option “Change adapter options”
Select "Properties" for the port to which the Z21 now relates (right mouse button).
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0 Ethernet Properties >
Metworking

Connect using:

I? Intel(R) PRO/1000 MT Desktop Adapter
This connection uses the following items:

&3 Client for Microscft Netwarks ~
’]? File and Printer Sharing for Microsoft Netwarks

L o

Qntemet Protocol Version 4 (TC
. Microso = fiplexor Protocol

. Microsoft LLDP Protocol Driver

4 Intemet Protocol Version & (TCP/1PvE) v

A
Instal... Uninstal \ Propeties
- e
Description

Transmission Control Protocol /Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

C"RRNOREER

QK Cancel

Select "Internet protocol (TCP/IP)" and click "Properties".

Internet Protocol Version 4 (TCP/IPv4) Properties *
General

‘You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

E aObEin an IP address automatically
(®) Use the following IP address:

IP address: 192,168 . 0 . 111
Subnet mask: P55 . 255,255, 0

Obtain DMS server address automatically

(@) Use the following DS server addresses:
Preferred DNS server: l:l

Alternate DMNS server:

[ validate settings upon exit Advanced. ..

Cane

Warning! MAKE A NOTE OF YOUR CURRENT SETTINGS BEFORE CHANGING THEM SO THAT
YOU WILL BE ABLE TO RECONFIGURE THIS PORT FOLLOWING MAINTENANCE ON THE Z21.

In this dialogue, configure the properties exactly as shown in this screenshot and confirm with "OK".

Warning! Do not forget to reconfigure this network port in accordance with the settings you
previously noted down after working with the Z21 Maintenance Tool.

If the firewall is activated on your PC, you can now continue with step 2.2 "Firewall", otherwise go to step
2.3 "Making and testing the connection".
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2.2  Firewall

If the following message appears when you have activated the Windows firewall and when first starting
"Z21 Maintenance.exe", the firewall settings must be modified for the Z21 Maintenance Tool:

@ Windows Security Alert *

@ Windows Defender Firewall has blocked some features of this
app

Windows Defender Firewall has blocked some features of 221_Maintenance on all public and

private networks.
‘ i& Mame: 221_Maintenance
21 Publisher: Modelleisenbahn GmbH

Path: C:\users\gloria\desktopimaintenance\z21_maintenance. exe

Allow Z21_Maintenance to communicate on these networks:
[ Private networks, such as my home or work network

Public networks, such as those in airports and coffee shops (not recommended
because these networks often have little or no security)

What are the risks of allowing an app through a firewall?

G Allow access Cancel

The context to this message is that "Z21_Maintenance.exe" communicates with the Z21 via UDP using
the IP ports 21105, 21106 and 34472. It may even be that very strict settings on a virus scanner mean
that an alarm is issued due to "suspicious network traffic*. Communication via these ports is a little
different in comparison to a "normal” PC application, but you already know that the Z21 likes to do things
a little differently!

The simplest option is to click "Do not block" in the dialogue shown above. If you are using a different

firewall, it is very likely that a similar message will be displayed and you will be able to set up a similar
rule that achieves the same purpose.
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2.3 Making and testing the connection

File Optiens Help
Status |Setﬁngs I IP Settings | Firmware update|
Connection

Enter the IP address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192.168.0.111

IP address

192.168.0.111 Za]

Disconnect D ig ita |S)‘5te m

Versions

Serial number: Firmware version: Hardware type: Hardware version:

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:

not connected

Start Z21 Maintenance.exe and click "Connect".

2.3.1 Successful connection established with control centre

Enter the IP address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192,168.0,111

192,168.0.111

Versions

Serial number: Firmware version: Hardware type: Hardware version:
106021 V1.33 Z21b 0

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
20,2V 18,1V 0mA 2mA 35°C

connected with 192.168.0.111

Ideally this image will appear: The Z21 is detected and the connection is established.
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2.3.2 Connection problems

Ffr_fr:: WUarmeance Too 7 Y e

TEU Sempgs  Flemrgs  Tvemare wocae

Zel

Digitalsystem

| -
.s W vernom: Getinéolaty 188 SaX0C - PO INAC ofme

This image shows you that the connection cannot be established.

Check the connection using "ping":

Command Promgt

B Control Panel
B e Explorer

To do this, launch the Windows command prompt.
In the command prompt, enter the command "ping 192.168.0.111" and press the Enter key.
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&8 Command Prompt [

In this case, the connection is already working in principle. Check the firewall settings (see previous
section) and the virus scanner (log, where applicable).

Try connecting again in the Z21_Maintenance.exe file. Often Windows needs a little more time after
plugging in the cable until the connection is completely established. The status of the network can usually
be seen in the Windows task bar (bottom right, if necessary click on the corresponding network icon).

If the control centre does not respond to a ping, the Z21_Maintenance.exe file can be ruled out as the
cause of the problem, but instead relates to the network or the network configuration.

Check the connection again, paying attention to unimportant details and things that seem obvious.

— Is the cable plugged into the correct ports and is there a power supply to the Z217?

— Does this network cable normally work?

— Isit possible to access the router, where a wireless network is set up (ping to 192.168.0.1, for
example)?

— Is the port being blocked by the firewall or the virus scanner?

— Repeat and check the network port settings (as described in the previous sections) until the ping
works.
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3 Z21 Maintenance Tool Features

3.1 Status

Help

Status | Settings | IP Settings | LocoNet | cAN [ RBUS | multiMAUS | Firmware update | Decoder update | cv Programming |
Connection

Enter the IP address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192, 168.0,111

Versions

Serial number: Firmware version: Hardware type: Hardware version:
106021 V1.33 Z21b 0

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
20,3V 18,1V 0mA 2mA 35°C

connected with 192.168.0.111

When the connection is successfully established, you can check the FW version and other operating
parameters of your control centre. The "internal voltage" corresponds to the current track voltage.
The Z21 Maintenance Tool automatically detects which type of hardware it is connected to.

File Options Help
Status lSetﬁngs l IP Settings [ R-BUS [ muliMAUS l Firmware update l CV Programming |
Connection

Enter the IP address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192.168.0,111

192.168.0.111

Connect

Versions

Serial number: Firmware version: Hardware type: Hardware version:
130039 V1.33 221 1

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
18,1V 18,1V 183 mA - 25%C

connected with 192.168.0.111

3.1.1 z21start Unlock Code
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If the z21start is not yet unlocked, an "Unlock..." button will be displayed after connection.

File Options Help
Status | Settings | IP Settings | R-BUS | multiMAUS | Firmware update | cV Programming
Connection

Enter the IP address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192,168.0,111

|192.168.0.111

Versions

Serial number: Firmware version: Hardware type: Hardware version:
150 V1.33 221 start 3

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
18,0V 18,0V 3mA - 23 °C

connected with 192.168.0.111

This button can be used to open the dialogue window where you can enter the activation code (article
number 10814).

', Q ze2lctart a8

Serial number: Unlock code:
150
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The unlock process can take up to 10 seconds.

Unlock ! u
Dy g

| The device was unlocked successfully.

This means that the z21start picks up the loco and turnout commands via the LAN port and processes
them.

If the z21start has been successfully unlocked, the "Unlock..." button remains greyed out.

Status }| settings | 1P Settings | R-BUS | multiMAUS | Firmware update | CV Programming
Connection

Enter the IP address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192,168.0,111

|192.168.0.111 i

Versions

® zclctart

Serial number: Firmware version: Hardware type: Hardware version:
150 V1.33 z21start 3

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
18,0V 18,0V 2mA - 23 °C

connected with 192.168.0.111
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3.2 Settings

The available setting options are automatically modified according to the detected hardware type.

| status| Setorge | P setigs | oot [ ot | 3905 | muitwis | memoare uodste | Geones uosete | oY Programmng
Coren Setwgs

Tiswoley
| rock vokagecrY »

rort OCC locs-adcres

| from 13095 -

Shovt et Main Track Sortarcul BELS
0
romel 20 fast

Frogrammng Setbngs

Programning vohage (e}
16000 K]

¥ acovate RatCom

TIovas sutratc sicrem

V' mperase acoesary decoder outputs

TIDCC tumout aak essng accoodng ROV 213

T DO turrsout iveert shrmghtlranch

100K read 28 matesd of 14 meed seps on Soffler BUS

_ | Toack sgnad on start of 221 o 5TOP coston

12Lemn-key
(st~
Teack sl type Shent DCC is-adoes
[accnm . ['li-ln. .
Short orault Man Track Short crast 88US
a0 a
memel N Fayes neme 9 Frest
Programenyg Settrgs

! Reatmede

102w Dt-ndbyte-wee =
ﬂq-lwomm-u Progremeseg padkets
B 2 7 +

1 sctrvate RedCom
17 CV29 avtormanc sdress
[V suparise acnessry Gacoder cutputs
I DOC Arrout-addhmpng accordng ROG213
£ DCC arnout wwert syaghtivanch
DO resd 2N nssend of 34 gpeed teps on Seffes BUS

170 Track sorud on st of 221 ab STOP cowtton

Settings for the "z21 version for beginners" (white box)
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£, Z21 Maintenance Tool
File Options Help
Status | Settings | IP Settings | LocoMet | CAM | R-BUS = multMAUS | Firmware update | Decoder update | CV Programming

Common Settings

Main track voltage (mV) Z21-stop-key activate RailCom
18000 = track voltage OFF | < | €29 automatic address

Track signal type Short DCC loco-address
DCC and MM - from 1to 99 -

supervise accessory decoder outputs
| DCC turnout-addressing according RCN-213
Short drouit Main Track Short dreuit B-BUS

—— [r—————— —
I. 000000000 ( I. 000000000 DCC read 28 instead of 14 speed steps on Sniffer BUS

normal 20 fast narmal L fast

| DCC turnout invert straight/branch

| Track signal on start of 221 at STOP pesition
Programming Settings
Programming voltage (mV) Read-mode

16000 bit- and byte-wise Bit-verify with 1

-

Reset packets (start) Programming packets Reset packets (cont) ACK threshold

7 5 = 50

connected with 192.168.0.111

Settings for the "Z21XL" (for large tracks 0, 1, 2/G)
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3.2.1 General settings

Main track voltage: the track voltage on the main track can be set here on the black Z21. However, the

main track voltage cannot be higher than the voltage from the power supply unit. With the white z21 and

z21start, the track voltage cannot be set by the hardware and is instead specified by the voltage from the
power supply unit.

Centre stop key: This option is used to set the function of the STOP key on the control centre. Either the
track voltage can be switched off, or with the power supply maintained, an emergency stop command
can be sent to the locomotives.

Track signal type: This option can be used to select the command type on the track.
e DCC and MM: The Z21 functions as a multi-protocol control centre and sends the data packets of
the corresponding vehicle/turnout in DCC or Motorola format. The format of the individual
vehicles/turnouts can be configured via the app. This setting remains permanently stored on the

Z21.

e DCC only: Regardless of the vehicle/turnout setting, the data packets are only issued in DCC
format.

e MM only: Regardless of the vehicle/turnout setting, the data packets are only issued in Motorola
format.

This option is available from Z21 firmware V1.23.

Short DCC loco address: This option can be used to set the address range in which "short addresses"
are generated for DCC locos on the track output. This should be taken into account in the loco decoder
(see decoder descriptions CV1, CV17, CV18, CV29).
e From 1to 99: This is the backward compatible default setting of the Z21. For locos with
addresses from 1 to 99, DCC packets with short addresses are generated; from address 100,
DCC packets with long addresses are generated.
e From 1to 127: For locos with addresses from 1 to 127, DCC packets with short addresses are
generated; from address 128, DCC packets with long addresses are generated.
This option is available from Z21 firmware V1.23.

Short circuit main track and Short circuit B-BUS: These options can be used to increase the response
speed of the short circuit detection on the main track (DCC Main) and on the B-BUS (Booster-Bus). This
can be used for systems on track N in particular.

Activate RailCom: RailCom, in other words communication from the decoder to the control centre is
required, for example, if you also want to export a RailCom-compatible decoder in the main track
programming (POM) or if the feedback module 10808 is to report the locomotive addresses. With some,
generally very old decoders developed before the introduction of RailCom, however, incompatibilities may
occur when operating with RailCom. For this reason, RailCom can normally be deactivated here.

CV29 automatic address: This option is only important for operation with the multiMAUS. If you are
using the multiMAUS to program a short or long address, this option on the decoder can be used to set or
delete bit 5 in CV29 ("long address") automatically.

Supervise accessory decoder outputs: This option is used to monitor the outputs of function decoders
using a timer and where necessary shut them down automatically after several seconds assuming a
faulty controller (handheld controller, app, PC control, ...) has not already done so. This prevents
overheating of the drive coils.

This option is available from Z21 firmware V1.20.

DCC turnout-addressing according RCN-213 (identical to previous option "DCC turnout addressing
+4"): This option can be used to correct incompatibilities relating to the numbering of turnout and signal
addresses. Roco numbers the turnouts from module 0 (each with 4 turnouts), other DCC control centre
manufacturers only from module 1. This different numbering has originated historically from a weakness
in the NMRA S-9.2.1 specifications where neither of the two numbering systems could essentially be
called "incorrect”. The numbering of the turnout addresses has only been clearly defined since the more
recent specifications from the RailCommunity RCN-213 (2015).
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The default setting for this option is "deactivated" to remain backward compatible with older Roco
devices. When switching from an existing third-party system to the Z21, it can therefore happen that the
previously known turnout addresses appear shifted by the value 4 due to the different counting method of
the module groups. If a turnout on the former third party system has been set below 1, for example, it is
addressed on the Z21 as 1+4=5. To make it easier for our customers to change over, this option has now
been introduced that can be used to re-use the turnouts and signals with former known turnout addresses
or address them in accordance with RCN-213.

This option is available from Z21 firmware V1.21.

From Z21 firmware V1.22, the setting not only affects the DCC packets on the track output, but
also determines how turnout switching commands are interpreted on the Sniffer BUS input.

DCC turnout invert straight/branch: This option was created by customer request and can be used to
invert the logic of the DCC switching commands for turnouts (straight/branch) and signals (green/red).
This option can be useful for users who are switching their current system from an older third party
system to the Z21.

This option is available from Z21 firmware V1.31.

DCC read 28 instead of 14 speed steps on Sniffer BUS: With Z21 firmware version V1.22, the Sniffer
BUS has been implemented. This means that you can also control the locos on the Z21 using an older
DCC control centre by simply connecting the track output on the old control centre to the Sniffer BUS on
the Z21. The Z21 attempts to map the format of the old control centre to the format of the loco set on the
Z21 as far as possible. This makes it possible to use a very old control centre that only utilises the DCC
format "14 speed steps" to control a modern loco with 128 speed steps or even one loco with MM
decoder (Motorola).

However, it is not always technically possible to reliably detect the format "14 speed steps” and "28 speed
steps" on the Sniffer input (comparison: loco decoder CV29 Bit 1) and to map it to the sets output format.
In case of doubt, the Z21 uses "14 speed steps™:

Setting of loco speed steps on the Z21: 14 28 128
Speed steps of loco n on the Sniffer input: 14 Ok () Ok
Speed steps of loco n on the Sniffer input: 28 (b) OK (b)
Speed steps of loco n on the Sniffer input: 128 Ok OK OK

(a) The light cannot be switched on because the Z21 also takes on the format "28 speed steps" with the "28 speed steps" loco
setting for this loco on the Sniffer input, and for this reason has a futile wait for the light info in DCC function group1.

(b) Front light flickers with speed step. This can be corrected as follows:

- either the format in the third party control centre and as far as possible in the Z21 is configured appropriately (ideally with 128
speed steps),

- or in the third party control centre for this loco, the light (FO) is switched on to support automatic format detection,

- or in the Maintenance.exe file, the setting "DCC read 28 instead of 14 speed steps on Sniffer BUS" is activated.

This option is available from Z21 firmware V1.22.
Track signal on start of Z21 at STOP position: With this option the track output on the Z21 or z21

remains switched off after the control centre is started.
This option is available from Z21 firmware V1.28.
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3.2.2 Programming settings

Programming voltage: in this case the black Z21 can be used to set the track voltage for the CV
programming process on the programming track. However, this voltage cannot be higher than the voltage
from the power supply unit. With the z21 and z21start, however, there is no separate programming output
with a voltage that can be set.

Read mode: One CV of a decoder can be exported either bitwise or bytewise on the programming track.
While only a few accesses are required for bitwise reading, with bytewise reading all possible values
can be tested until the correct value is found. This can take a long time depending on the value, as in the
worst case scenario up to 256 attempts are required. Very old decoders can only be exported bytewise.
Proceed as follows for the "Bitwise and bytewise" setting: An attempt is first made to export the CV
bitwise. Bytewise reading is only started as a second attempt if bitwise is not successful.

ACK threshold: A loco decoder responds to CV read and CV write queries with a slightly increased
power supply in accordance with "Basic Acknowledgement” from RP-9.2.3: "... increased load (positive-
delta) on the programming track of at least 60 mA for 6 ms +/-1 ms".

Although the Z21 is already set slightly more sensitively from FW V1.20, in practice it can unfortunately
occur even more often that some decoders deviate from the standard and cannot therefore be read.
However, this can also occur when a buffer capacitor is used. To be able to successfully export these
decoders, the threshold for detecting the "Basic Acknowledgement" can be set lower here, or even higher
if necessary.

This option is available from Z21 firmware V1.20.

Reset packets (start): Determines the number of DCC reset packets right at the start of the CV
programming sequence (CV read/write). The higher this value is, the more time the decoder has to
restart.

Programming packets: Determines the number of DCC read/write commands in the CV programming
sequence (RP-9.2.3).

Reset packets (continue): Determines the number of DCC reset packets within the programming
sequence.

If you have problems during CV read/write with a specific decoder, you can change this packet number,
e.g. 25/10/10 or 30/15/15.
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3.3 IP settings

| Saana [ Satorge | ' Settnos [Locoraet | Ca. [ REuS | mamauss | Frramare codate | Decode iodate | CY Programmeg |
P Settnge

Attonbwos

This 2pton s mplemenind for the eSvanced user erly'

Trange the P-Settngs of your dgtal switchboard only # you are expenenced with the tapics TCPIP and computber nebwork archsbectures, In the worst case, you
carvol connmet mith pour Ggrial switchboard mrvpmoce afler & malconfiguraten.

For ths resson, Modellenenbabin Gaabi can provide o sspport in cese of probilems after a change of the 1P-settmgs.

Factory defaudts: 199, 968.0.111

Foctory defaute: 259,255,255.0

Foctory defiadts: 192, 16,0, 1

Wl conmected with 1901680111

As requested by some customers, the IP address of the Z21 can be changed.

This is not required for the average consumer and is definitely not recommended by the
manufacturer. Please note the relevant notes in the screenshots.

Known issues: The routers from some internet service providers may reserve certain LAN ports for IP-TV.
Old HUBs can also cause communication problems.

@3 You accept now, that the manufacturer can provide no support
K\_/' in case of problems after changing the IP-settings?

Before the user can enter a new IP address, the compulsory disclaimer must first be explicitly accepted:

The input fields only become active once the user has clicked "Yes".
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7% 221 Maintenance Toel

Thes opton i nplemeried Sor the advarced user only!
Thange the 1P-Settings of your digitel switchboard onty if you are expernenced with e fopes TOP/IP and computer network architectures. In the marst case, you
COMMOT CONDECE mith pour S ssetchboard arvprore after a makconfiguation.

For this reason, Mod GmbH can ade no support is case of problems after a change of the IP-settings.

[P-Address
192 3%8.0.111 Pactory defadts: 192 388.0,111

Subnet Mak
255.255.285.0 Factory defauhs: 255.255.255.0

Snderd Getemsy
192, 38,01 Factory defmdis: 192.348.0.1

[ ot

comvected with 1921680111

Only then is it possible to change the address to "192.168.0.123" for example and — following another

Consider also that eventually you have to reconfigure the router, the
PC-network interface and the apps!

Do you want to change the IP-settings on your own responsibility now?

warning prompt — write it to the Z21:

and after "Yes":

IP-settings in the digi;a]-: Wi

@3 ThelP-settings have been changed and will become active after a cold
@ start of the digital switchboard.

Important: The new IP address is only active in the Z21 following a cold start (i.e. disconnect
supply voltage) on the control centre!

The last change is also displayed in the program as "Your last change was...", see above.
Please note that every change in the IP address on the Z21 also requires a network reset,

beginning with the subnet masks, router, own Ethernet port on the PC to the app settings on the
smartphone or tablet, etc.
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The following applies up to firmware V1.26: This modified IP address is retained even after resetting to
the factory settings (hold down stop key until LED flashes purple).
From V1.27 the IP settings are reset to the factory setting.
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3.4 LocoNet

LocoNet is enabled from Z21 firmware V1.20.

With firmware V1.20 the first step was completed on the Z21 towards LocoNet integration.

Staks [ h”l,hwv Locofiet | Can iuu:mmlmwu immn}cmqm

Locohiet Configuaton Varabies - LCY
Here you can program the oo called Locofiet Configuration Variables' NCV), LNCYS are not %0 be confused wth the Cvs of DOC gecnders, You can Snd e orger
number 0 e sanual of the device wendor.

The modue address of » new device is usoelly L, 1F yous do not know e module addrems, you o cax e ‘generai-address’ 63535, In Pt cease, e module must be
the only device connected with the 221 by LocoNet {L8LS),

Nodule sddress

| ANCYRged
Locotiet Digpatcres

Herw pou can Sepalch 4 12¢0 mddrass 10 vour Locohiet Sy ottle {Tor basc e ot suppoctng Locohe! dapatsteg’)
Lo add ess

connected with 1923650111

LNCV Read and LNCV Write can be used to program what are known as "LocoNet Configuration
Variables" that are used in some LocoNet accessory articles (e.g. Uhlenbrock 63410 "LocoNet Switch
Module"). Details and meanings of the individual LNCVs can be found in the relevant operating
instructions from the manufacturer.

LocoNet Dispatch can be used to prepare a loco address which you can then transfer using the LocoNet
Dispatch process to your LocoNet handheld controller (e.g. FRED).

From Z21 firmware V1.25 the Loco List provides you with an overview of all vehicles that have been
used since the last time the Z21 was switched on. In addition to the vehicle address, the rail format used,
the speed and the active functions used are displayed. “Edit..." or the right mouse button can be used to
change the rail format of the selected loco. The LocoNet Dispatch can also be initiated in the loco list
using the right-hand mouse button.

The Status and Timer columns relate to what is known as "Purging", see below.

7% Locolist E=NEEN
. —— = . =

|
Slot Address Format Speed Dir Functions Status Timer
1 3 VIIT 28 0 FWD active 00:00
2 2 DCC 28 0 FWD active 00:00

: 3 10 DCC 128 19 FWDFLF1 active 00:00

L]
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Under LocoNet Settings you can activate the LocoNet Fastclock ("model time") and the rate. Rate 0
means "Stop". Disable "LocoNet Fastclock on" if you want to use a device other than the Z21 on your
LocoNet to generate the model time.

Note: Once the Z21 has no realtime clock internally, the model time begins with each restart at "12:00
a.m."

From Z21 Firmware V1.22 you can use LocoNet Mode to configure the Z21 as "LocoNet Master" (default
setting) or as "LocoNet Slave on Intellibox".

In contrast to original plans, we have implemented a LocoNet Slave Mode based on customer requests
relating to the Z21. This means you can connect the 221 (Slave, L-BUS interface) via LocoNet to a TWIN-
CENTER or Intellibox (Master, LocoNet T-jack). The Z21 then establishes the interface between the app
and Intellibox. This means it is possible to control your system simultaneously both with the TWIN-
CENTER and any LocoNet control devices present, as well as with the Z21 App on a smartphone or
tablet and multiMAUS!

Important information: Because as mentioned above, no LocoNet Slave was originally planned for the
Z21, it is essential to observe the following points: To prevent the Z21 and the existing master from
supplying in the supply voltage on the LocoNet bus at the same time, which can cause considerable
electrical problems in the control centres, the supply voltage at the L-BUS interface on the Z21 must be
isolated from the rest of the LocoNet. To do this, please use the white "Z21 LocoNet slave cable" with
art.no. 136100 that has been produced specifically for this purpose.

This cable is available from your dealer or online in the spare parts shop for Roco.

| stats | setangs | 1P Settngs | Locotiet | cany | R8US | mutmaiss | Frare wodate | Decoder wdate | OV Programmng

Locohet Configuration Variables - LUNCY

Here you can program the 53 called Locofet Configuration Yarables’ LNCV), LNCVYs are not to be confuses with the Crvs of DOC decoders. You can fnd the order
mumber 0 S rracunl of the device vender,

The mocule acdress of a new g

the orty Gevice comected wif Lacoiiet Seve T

that case, the module must be

o With thes segtings, you can connect the 221 a5 LocolNet Save with your

Crde nate Intellibox or TWIN-CENTER.

43X . .
Important informabon: You mwust solely use the wiste ‘771 LocoNet

Slave Cable’' (spare past nueber 136100)

which can be obtaned from your Jocal vendor or from roce.cc - Senice

- Space parts.

Thi ceble must be connected with the 221 L-8US socket

Use the 'Locolet T socket on the Inbelibex

LNCY Rgad

Locabt Dagatcher
Here you can dspatch & loco
Leco adaress

LocoNet Sethrge
FastCock rate LocoiNet mode Pugng tmeout
¢ . ¥ LocoNet FastClock on Loootet Save I8

Write

conmected with 1921630111
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From Z21 Firmware V1.25 you can use the Purging timeout option to configure what is known as
Purging. "Purging n minutes” means that for a stationary loco, no more drive commands are sent via the
track to the decoder if it has not been used by the user or by a control program for n minutes. As soon as
the locomotive is used again, the repeat cycle of the drive commands for that vehicle is reactivated and
the purging timer restarts.

Status | Settrgs |19 Setrgn | Locotit [CAN | R-005 | mtMALS | Femmare uodate | Decoder spdate | G Frogrammng

Locobint Configuration Vanables - \NCY

Here you a0 program the 50 caled Locobiet cmw.llo"l Variables [LNCV]. LNCVS are not to be confused with e Cvs of DCC decodars. You can find the order
reambet 1 S e of e device verder

The module acdress of a new devce i usualy L IF you 80 not know the module addrass, you can use the ‘genara-address’ 65535, 1n that case, the nadue must be
B only dever comattnd mith e 221 by Locotiet L805)

Locohiot Dspatcher
Here you can depetch & oo address © vour Locovet-vottie (for bemc $vottes supportng Locotet depetcng),
Loco address

Qon

LocoMet mode
7 Locoriet FaatClock on Locohmt Maxter  ~

Purging increases data throughput for the vehicles actually being used. Purging can be of interest for
particularly large systems or modular group meetings with many participants, where there are significantly
more than 50 vehicles on the system at the same time. For the normal operation of smaller and medium-
sized systems with fewer than 50 vehicles, the priority-regulated repetition cycle of the drive commands
on the Z21 will normally be sufficient even without purging.

You can see the status of the loco and the current value of the purging timer in the loco list, see above.
The purging can also be specifically deactivated for individual locomotives here.
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3.5 CAN

The boosters Roco 10806 and 10807 are fully supported on CAN by Z21 Firmware V1.33 or higher.

The Z21 Single Booster 10806 and Z21 Dual Booster 10807 can be connected either with the B-BUS or
the CAN-BUS.

However, using the CAN-BUS offers more options in comparison to the B-BUS:

e The received RailCom data (RailCom channel 2) are also transmitted from the booster to the Z21
via CAN by means of the ZCAN20 protocol. This makes it possible to e.g. read out a vehicle
decoder using the POM read command not only on the main track of the control centre, but also
in the booster sections.

e The track voltage and the RailCom settings can be automatically read from the Z21 (Auto-
Settings) and applied on the boosters.

e Configuration of the booster

e Firmware update of the booster

If the Z21-Booster is connected with the Z21 via CAN, it appears automatically in the Z21 Maintenance
Tool under each other in the tab sheet “CAN". For each booster, there are one or two panels (depending
on the booster type) presenting the actual voltage and current for the corresponding track output. The
icons under each panel show the status of the track output:

s B =

From left to right: “Track output off*, “Short circuit detected®, “Brake generator mode active®,
"RailCom active® (i.e. the RailCom cutout is generated in the DCC track signal).

The Setup button is used to go to the corresponding booster setup dialogue.

intenance Too

File Options Help

| status | settings | 1P Settings | LocoNet | CAN  |R-BUS [ multiMaUS | Firmware update | Decoder update | CV Programming |
CAN Settings

[¥]R-BUS feedback emulation

[¥] LocoNet feedback emulation

[ Lissy/Marco emulation

CAN Modules

Here you can observe the status of the Roco CAN devices. Request Status
Name 182V x 18,1V 2| OfffOn Coldstart
Test 10
4 mA 4 mA
* = -
_— S
NetID Address Input 1 Input 2 Input 3 Input 4

vore 1 [N DN I

Input 5 Input 6 Input 7 Input 8

Setp.. I I N

NetID Address Input 1 Input 2 Input 3 Input 4

vout 3 [N N EEE N

Input 5 Input 6 Input 7 Input 8

Setup... I I I -

connected with 192.168.0.111
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The feedback module Roco 10808 is supported on CAN by Z21 Firmware V1.30 or higher.

The feedback module Roco 10808 can be operated either via the R-BUS or the CAN-BUS.
The CAN-BUS offers more options in comparison to the R-BUS:

e Transmission of the detected RailCom loco addresses

e Configuration of the feedback module

e Firmware update of the feedback module

When the feedback module is connected via CAN, the Z21 offers R-BUS and LocoNet emulation.

This means that the feedback module can be used immediately in existing PC software for model railroad
computer control without having to wait for its CAN implementation. The feedback module can be
configured in the PC software or in the Z21 app either like a Roco 10787 or like a LocoNet feedback
module.

e R-BUS feedback emulation
This option enables the emulation of the R-BUS. The 10808 can be used in the PC controller as
for a Roco 10787.
The factory setting is "on".

e LocoNet feedback emulation
This option enables the emulation of LocoNet feedback modules. The corresponding LocoNet
occupancy messages are generated with locomotive address information.
The factory setting is "on".

e Lissy/Marco emulation
Corresponding Lissy/Marco messages are generated with locomotive address information.
The factory setting is "off".

You can transfer these emulation settings that are stored on the Z21 from and to the Z21 using the Read
and Write buttons.

In the CAN Module section you can view the connected Roco 10808 feedback modules.

The Request status button can be used to request the status of all connected feedback modules.
The Off/On Coldstart button can be used to re-start the feedback module by switching the track voltage
briefly off and on again. This will also update the status again.

MetlD Address Input 1 Input 2 Input 3 Input 4

oo 3 ]
Input 5 Input & Input 7 Input 8
Setup...

In the list of feedback modules you will see the relevant permanent NetID, the programmable module
address as well as the Status of the inputs with the detected RailCom-loco addresses. A small arrow
next to the loco address indicates the direction information to the loco.
e Red means "occupied".
e Green means "free".
e Grey means "no current occupancy information yet received" (e.g. if the feedback module is not
being supplied with voltage).

The Setup button is used to go to the corresponding feedback module setup dialogue.
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3.5.1 Roco 10808 feedback module setup

In the feedback module setup dialogue you can configure the selected feedback module Roco 10808 or
perform an update on the feedback module firmware.

rCAN Feedback Module 10808 NetiD 0xD42B &J‘
Settings

Firmware Version Firmware Date Hardware Version

3.1.20 10.11.2017 3:1:1

Module Address

3 = | forward RailCom channel 2 data to Z21
I occ. threshold: current [0, 1 mA] ‘
1 10 =
I delay free - occupied [ms]

0 = l Default Values
l delay occupied - free [ms]

1000 z Read | [ wite |

Firmware Update

Update Info

FwWupdate | [V3.120

Under Module address you can assign a new address. Please note that all feedback modules on your
system are each assigned a different module address. As an alternative, you can also use the hardware
button on the feedback module and a turnout command following swiftly afterwards to change the module
address.

Forward RailCom channel 2 data to Z21 can be used to activate forwarding of the RailCom data from
channel 2 (speed, POM-Read-Result, QoS, etc.) to the Z21. Normally this should not be necessary,
however, as this task is already carried out by the RailCom Global Detector on the Z21. The forwarding of
the RailCom loco address does not depend on this option, incidentally. With feedback module firmware
V3.1.20 or higher, POM-Read-Results are always forwarded to the control centre.

The Occupancy threshold: Current defines the sensitivity of the inputs of the feedback module in
increments from 0.1 mA (= 100 pA). The factory setting when the feedback module is supplied is "10" (i.e.
1 mA).

The delay free — occupied function determines the time response of the feedback module for the
transition from "free" to "occupied” in milliseconds. The factory setting is 0 ms.

The delay occupied - free function determines the time response of the feedback module for the
transition from "occupied"” to "free" in milliseconds. The factory setting is 1000 ms.

Default values can be used to restore the factory settings of the feedback module in the dialogue window
input fields.

The values of the input fields are transferred to the feedback modules using the Write button.
Read is used to read and display the settings from the feedback module.

FW Update can be used to update the firmware on the feedback module. In the Update Info field, the
target version or information on the update progress is displayed.
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3.5.2 Roco 10806 and 10807 booster setup

In the booster setup dialogue you can configure the selected Z21 Single Booster 10806 or Z21 Dual
Booster 10807. You can also perform an update of the booster firmware.

721 Single Booster 1080 =

Settings
Firmware Version Firmware Date Hardware Version
1.10.0 05.12.2013 1.0.1

Track Output

Track output voltage & RailCom:
apply same settings as in Z21 18000 : activate RailCom
automatically {CAN only) -

forward RailCom channel 2 data to 221 (CAN)
[ activate DCE braking generator
forward short circuit to control centre

Short dreuit detection Auto inversion speed

1J ]

normal 20 fast [TJactivate auto inversion

Default Values Read

Firmware Update

Update Info

FV Update [vt.10.0

For the Z21 dual booster 10807, both of the track outputs can be configured individually:

(721 Dual Booster 10807 =)

Settings
Firmware Version Firmware Date Hardware Version Name
1.10.0 05.12.2018 1.0.1 Test 10

Track Qutput 1

Track output voltage & RailCom:
apply same settings as in 221 13000 : activate RailCom
automatically (CAN only) -

forward RailCom channel 2 data to 221 {CAN)
Shart drcuit detection Auto inversion speed
[T activate DCC braking generator
n‘ n forward short dircuit to control centre
normal 20 fast [ activate auto inversion

Track Qutput 2

Track output voltage & RailCom:
apply same settings as in 221 13000 : activate RailCom
automatically (CAN only) -

forward RailCom channel 2 data to 221 {CAN)
[T activate DCC braking generator
forward short dircuit to control centre

Shart drcuit detection Auto inversion speed

0] ]

normal 20 fast [ activate auto inversion

Default Values ’ Read

Firmware Update

Update Info

FW Update [vt10.0

Document version 1.16 11.08.2021 36/74



Z21 Maintenance Tool User Manual

Track voltage & RailCom: read settings from the Z21 control centre automatically via CAN (=*Auto-
Settings”).

If the Z21-Booster is connected to the control centre via the CAN-Bus, the booster can automatically read
the track voltage and RailCom settings from the Z21 control centre (“Auto-Settings”). If the booster is
unable to read those settings (because the booster is connected via the B-Bus or the CDE port), then the
track voltage and RailCom settings stored in the booster will be used.

If necessary, you can deactivate these “Auto-Settings” by deactivating this option. This enables you to
force a setting of the booster that deviates from that of the control centre (not recommended).

Track voltage

The desired value for the track voltage can be set here. This entry field is greyed out as long as the “Auto-
Settings® (see above) are activated. This desired value for the track voltage will be used only, if the
settings of the control centre cannot be read automatically (i.e. B-Bus, CDE), or if the “Auto-Settings” are
deactivated.

Activate RailCom

With this option, you can activate or deactivate the generating of the RailCom cutout. This checkbox is
greyed out as long as the “Auto-Settings” (see above) are activated. This RailCom setting will be used
only, if the settings of the control centre cannot be read automatically (i.e. B-Bus, CDE), or if the “Auto-
Settings” are deactivated.

IMPORTANT: This option must be deactivated if neighboring booster sections do not generate a RailCom
cutout. See also booster manual.

Forwarding RailCom Channel 2 to the control centre

The forwarding of the RailCom data (RailCom Channel 2, i.e. speed, POM-Read-Result, QoS, etc.)
received by the booster is activated with this option. The Z21-Booster 10806 is equipped with one
RailCom receiver, and the 10807 is equipped with one RailCom receiver for each of the track outputs.
Both are able to forward the received data to the Z21 via the CAN-Bus. This way it is possible e.g. to not
only readout a loco decoder by means of POM read commands on the main track of the control centre,
but also in the booster sections.

Activate DCC brake generator
This option makes it possible to use the track output of the Z21-Boosters as a replacement for item 10779
“brake generator”. See also booster manual.

Forward short circuit to control centre

If this option is deactivated, short circuits are not reported to the control centre. The operations can
continue in the booster sections that are not affected or at the main track of the control centre
respectively.

The Z21-Booster then deactivates only the concerned track output and attempts to reactivate it every 3
seconds automatically.

Activate auto-inverting

This option activates the auto-inverting, i.e. an automatic reversing of the polarity of the track signal if the
booster is used as a terminal loop module for example. It can also be useful because it ensures that you
do not permanently need to ensure that the track signal is correctly poled.

IMPORTANT: In the case of neighboring booster sections, this option is only to be activated for one of
them, else both of them would be reversing the polarity, resulting in a short circuit.

Short circuit detection
With this option, you can increase the reaction speed of the short circuit detection of the booster track
output. This can especially make sense when using systems in track N.

Auto inversion speed

Here you can change the reaction time for the automatic reversing of the polarity. Our long-term tests
have shown that auto inverting values of under 15 (very fast polarity reversal) and exceeding 200 (very
slow polarity reversal) can cause difficulties. We therefore recommend that you retain the standard setting
of 20 and that you only change this value should there be conflicts.

Default values can be used to restore the factory default settings in the dialogue window input fields.
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The values of the input fields are transferred to the booster by pressing the Write button.

Read is used to read and display the settings from the booster.

FW Update can be used to update the firmware of the booster. In the Update Info field, the target version
or information concerning the progress of the update is displayed.
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3.6 R-BUS

3.6.1 Feedback BUS

From Maintenance Tool V1.02 you can view the current status of the inputs of your feedback modules
(Roco 10787, 10808 and 10819) as well as assign a new module address to individual feedback
modules.

Eile Options Help

| Status I Settings | IP Settings I LocoMet I CAN | R-BUS |mulﬁMnU5 | Firmware update I Decoder update | [oll} Programmingl
R-Bus Mode

@ Feedback bus () ¥pressMet Read l ’

R-BUS Status
Here you can verify the state of the feedback modules (Roco 10787, 10808, 10813) attached to the R-BUS.
Module 1: Module 2: Module 3: Module 4: Module 5:
0000 0000 0000 0000 0000 0000 0000 0000 0000 0000

Module &6: Module 7: Module 8: Module 3: Module 10:
0000 0000 0000 0000 0000 0000 0000 0000 0000 0000

Module 11: Module 12: Module 13: Module 14: Module 15:
0000 0000 0000 0000 0000 0000 0000 Qoog 0000 0000

Module 16: Module 17: Module 13: Module 13: Module 20:
0000 0000 0000 0000 0000 0000 0000 0000 0000 0000

R-BUS Programming

Here you can change the address of a feedback module (Roco 10787, 10808, 108185) .
Module address

« Disconnect any feedback module from R-BUS.
1 « Enter the new address and start the programming.

«» Connect one single feedback module to be programmed with the R-BUS.

« After programming has finished, the new address will be shown on the LEDs briefly.

All feedback module addresses must be assigned continuously in ascending order starting at 1!

connected with 192.168.0111

An active feedback input is displayed as an underlined number on the corresponding input on the module
in question. A non-active input is shown as '0'.
In addition, status changes of a module are displayed in blue for easier detection.

Eile Options Help

| Status I Settings | IP Settings I Locolet I CAN |: | multiMALS | Firmware update I Decoder update | [ot'] Programrning|
R-Bus Mode

(@ Feedback bus () ¥pressMet Read ] ’

R-BUS Status
Here you can verify the state of the feedback modules (Roco 10787, 10808, 10819) attached to the R-BUS.
Module 1: Module 2: Module 3: Module 4: Module 5:
00035 0000 0000 0000 0000 0000 0000 0000 0000 0000

Module &6: Module 7: Module 8: Module 3: Module 10:
0000 0000 0000 0000 0000 0000 0000 0000 0000 0000

Module 11: Module 12: Module 13: Module 14: Module 15:
0000 0000 0000 0000 0000 0000 0000 0000 0000 0000

Module 16: Module 17: Module 13: Module 13: Module 20:
0000 0000 0000 0000 0000 0000 0000 0000 0000 0000

R-BUS Programming

Here you can change the address of a feedback module (Roco 10787, 10808, 1081%9) .
Module address

- « Dizconnect any feedback module from R-BUS.
1 = « Enter the new address and start the programming.

« Connect one single feedback module to be programmed with the R-BUS.

« After programming has finished, the new address will be shown on the LEDs briefly.
connected with 192.168.0111

All feedback module addresses must be assigned continuously in ascending order starting at 1!

xample with activated input 5 on module 1.
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As already mentioned, the module address of a feedback module (Roco 10787, 10808 and 10819) can
also be changed here. It is important here that before this process all other feedback modules are
disconnected from the R-BUS on the Z21 to prevent these from also being re-programmed to the new
address.

Enter the desired new module address; the permitted range here is 1 to 20. Please also note that the
feedback modules are numbered in ascending order from 1 onwards. See also the operating instructions
for the module. The factory setting is 1.

Then press "Programming..." and follow the dialogues.

VIR-BUS Programn:ing = :

If0) Disconnect any feedback module from the Z21 R-BUS.

[ ok ][Abbrechen

Once all modules are disconnected from the R-BUS port on the Z21, press "OK".

The Z21 then switches the R-BUS into programming mode and the next dialogue appears.

r _ = B
R-BUS Programming r' » @

f . 1 Connect the single feedback module to be programmed with the
¥ R-BUS
~ and wait until new address is shown on the LEDs of the module briefly,

o )

Plug the 10787 to be programmed as a single module into the R-BUS. The eight status LEDs on the
module first light up in sequence. The old module address is then displayed on the LEDs and shortly
afterwards the new address is shown to confirm successful programming.

The address coding via the LEDs can be found in the operating instructions for the feedback module.
Click "OK" in the display shown at the top first.

The following message will be displayed:

'R-BUS Programming r [

(0] Programming done. You can unplug the module now.

The module is now fully programmed and can be disconnected.

After closing this last dialogue, programming mode on the R-BUS is exited and the system changes to
normal mode. You can now re-connect all feedback sensors to the Z21.
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3.6.2 XpressNet

If you are not using feedback sensors on the R-BUS and if at the same time the existing X-BUS is not
adequate for your requirements, from Z21 firmware V1.25 as an alternative you will be able to use the R-
BUS as a further X-BUS with the XpressNet V3.6 protocol. This could be useful at modular group
meetings with more than 31 X-BUS handheld controllers, for example.

‘ File thions Help —
| status | Settings | 1P Settings | LocoNet | caN | RBUS | multiMAUS | Firmware update | Decoder update | CV Programming |
R-Bus Mode
(7) Feedback bus @ XpressNet [ Read ] [ Write ]

If you do not use the R-BUS for the feedback modules 10787, you can configure the R-BUS as additional X-BUS interface. Z21 FW V1.25 or higher required. In

‘ addition to ﬂ')\e existing X-BUS, in theory it is then possible to use another 31 Xpresshet devices like multiMAUS, Lokmaus and so on (limited only by electrical power
consumption).

‘ Please note that Pin 1 and Pin 6 of R-BUS must be isolated from the throttles, else they cannot switch to slave-mode. Isolating can be done with the 4-pin data bus
distributor module Roco 10758. See also picture,
Information: Before any firmware update of a multiMAUS, the R-Bus mode must be configured to 'Feedback bus'.
Information: The Z21 must be manually restarted after changing the R-BUS mode.

| connected with 1921680111 !

Please carefully read through the information relating to Pinl and Pin6 in the dialogue window as well as
the note on the firmware update for the multiMAUS.
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3.7 multiMAUS Update

File Options Help

| status | settings | 1P Settings | Loconet [ can | RBUSJ multiMAUS | Firmware update | Decoder update | cv Programming|

Update multiMAUS firmware to version V1.05

Ido not change languages

[ force firmware update/downgrade

Information:

Disconnect any feedback module from R-BUS and connect your multiMAUS
with the R-BUS-interface on the back side of your Z21 before starting the
update.

After this update, you can switch loco functions FO to F28 and access CV1 to CV 1024 with your
multiMAUS,

« multiMAUS with 10820 Z21: read in CV mode, write in CV and POM mode
o multMAUS with 10830 multiZENTRALEpro: read in CV mode, write in CV and POM mode

« multiMAUS with 10761 or 10764 digital amplifier: write in CV and POM mode

connected with 192.168.0.111

Here you can update your multiMAUS (Roco 10810, Fleischmann 686810) to the latest firmware version.
With this new firmware you can also use the multiMAUS to switch loco functions FO to F28 and access
CV1 to CV1024 (previously only FO to F20 as well as CV1 to CV255).

With the firmware update, you can either leave the languages on your multiMAUS unchanged or
alternatively choose one or six language packages, each including four languages. Then connect the
multiMAUS to the feedback bus as a single device (R-BUS port) and click "Update". Do not unplug the
multiMAUS during the update. Wait until the update has been completed.

) Z: ainie:
Eile Options Help
| status | settings | 1P Settings | LocoNet | can | R-BuS | multMAUS | Firmware update | Decoder update | CV Programming |

Update multiMAUS firmware to version V1.05

[do not change languages

[ force firmware update/downgrade

Information:
multiMAUS update finished sucessfully.

After this update, you can switch loco functions FO to F28 and access CV1 to CV1024 with your
multiMAUS,

« multiMAUS with 10820 Z21: read in CV mode, write in CV and POM mode
o multiMAUS with 10830 multiZENTRALEpro: read in CV mode, write in CV and POM mode

« multiMAUS with 10761 or 10764 digital amplifier: write in CV and POM mode

connected with 192.168.0.111
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3.8 Firmware Update

% Z21 Maintenance Tool

File Optiens Help
Status | Settings | [P Settings | LocoNet | CAN | R-BUS | multMAUS | Firmware update | Decoder update | CV Programming

Update to 221 firmware ¥1.41

connected with 192.168.0.111

The firmware on the Z21 or smartRail can be updated here (depending on which device is connected to
the PC; automatic detection)

The information about the included firmware versions can be found in the Help — About menu:

about Z21 Maintenance Tool

FLEISCHMANN

Z21® Maintenance Tool
Version V1, 16 build 3489
Copyright © 08-2021 Modelleisenbahn GmbH

Contains:

Z21® Firmware Version V1.41 (07-2021)

SmartRail® Firmware Version V1,15 (10-2013)
multiMAUS® Firmware Version V1.05 (04-2018)
Z21DETECTOR Firmware Version V3.1.20 (11-2017)
Z21 BOOSTER Firmware Version V1.10.0 (12-2018)

Z21 switch DECODER Firmware Version V1,10 (11-2019)
Z21 signal DECODER Firmware Version V1.11 (01-2021)

ook |

Future firmware updates will be included in new versions of the Maintenance Tool.
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File Options Help
Status | Settings | IP Settings | Firmware update

Update to Z21 firmware V1.41

Log

Initializing

Calculating firmware
Verifying firmware
Calculating datas
Verifying datas
Stopping tasks
Starting bootioader
Erasing application
Writing application
Signing application
Restarting application
Synchronization done

Firmware update

o Firmware update completed successfully!

Firmware update: Synchrenization done

After the FW update of the control centre.

If a connection problem occurs during the update, or if anything goes wrong for any reason, that’s not a
big problem. The bootloader responsible for the update inside the device cannot be deleted. So, you can
always restart the update. (Note: The control centre can log on with FW V1.0x if necessary, following a
failed update).

Following a failure, the best option is to cold start the Z21, then give Windows enough time until the
network port is ready again (icon at the bottom right of the task bar, ping as necessary) and then run the
firmware update again.

In the event of repeated problems, we recommend using a direct cable connection instead of wireless if
possible.
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3.9 Decoder Update

The Decoder Update feature is intended solely for Zimo MX and MS decoders supported by Roco.

This feature can be used to import both Decoder updates (file extension "zsu") as well as Sound updates
(file extension "zpp"). Please ensure excellent contact from the Z21 to the decoder. A direct cable
connection from the PC to the control centre is also recommended to avoid wireless network problems of

all types.

Also observe the notes from Zimo in the relevant decoder manuals.

The Zimo firmware must first be downloaded from Zimo (www.zimo.at — Update & Sound — Update MX-
Decoder, or Update MS-Decoder) and unzipped on the PC.

The same applies to sound projects; these must first be downloaded and unzipped from Zimo
(www.zimo.at — Update & Sound — ZIMO Sound Database).

First open the Zimo firmware file already downloaded and unzipped.

£, Z21 Maintenance Tool

File Options Help
Status | Settings | IP Settings | LocoMet | CAN | R-BUS | muliMAUS | Firmware update | Decoder update | CV Programming
File
|C: \temp'\D5210510\Roco_Z21_soonoo2su | | Open file... |
Update...
Decoder ID  Data offset  Datalength  Mame Version Subversion Type e Information:
. Here you can update
135 797424 29442 MXE35 40 5 2 our Zimo sound
136 826870 29693 MX638 40 5 2 decoders. With button
137 856572 29698 MX637 40 5 2 Info..." you "‘g' .
) receive importan
193 886274 29698 X638 0 5 2 it e e
210 915976 50434 MXE40 40 5 2 update sequence.
214 966414 50948 Mxe42 40 5 2 Zimo decod -
. imo decoders return
215 1017354 53506 Mx543 40 5 2 value 145 when
222 1070874 51970 Mr644 40 5 2 reading CV 8.
221 1122548 53508 MKE45 40 5 2 ; P
. Flease consider the
217 1176358 51714 Mx645 40 5 2 update lock in CV 144
216 1228076 50630 MX547 a0 5 2 where applicable!
225 1278770 51714 Mx643 40 5 2
2499 1330438 51714 Mx643 40 5 2
253 13532208 51714 Mx643 40 5 2 ' Info...
connected with 192.168.0.111 aE——

The list shows which decoders are included in this Zimo firmware file. The decoder is automatically
detected and selected during the update.

For "Update..." the compulsory disclaimer shows up.

Prense compider that madificstion lice sddtional capaciton

l wlectrica lopd connected directly wath i ralls or unitable
POWE! rAMIMISCION (AN Cause prodlems during the update
sequence

In case an error oCTurs SuTing the update or the updste early
oborty, 1hen the check box ‘CV venfitabion appeart, whadh, by
removing the check, faciiates the evecution of an update
withaut verfication of CV 8 and CV 144,

See 250 Secoder manua Of WWwW IO M.

Do you war? to updste the Jimo decoder om your own
miponsibisty now?

Ry | M
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When starting the update process, the manufacturer of the decoder (CV 8) and, if applicable, also the
update lock (CV 144) or the decoder type (CV 250) will be checked automatically.

Please consider the
update lock in CV 144
where applicable!

- Info...
[ cv verification

connected with 192.168.0.111 N

If there are any CV reading problems during the check, this can be circumvented by deactivating the
"Read CV" checkbox.

Please also mind the information shown after pressing the “Info...” button.

Information

Only Zimo decoders supported by Roco can be updated with this application.

You can recognize a Zime decoder by reading CV 8, which must result in the value 145,
You can find the current decoder firmware at www.zimo.at - Update & Sound.

In order to enable the update of a Zimo MX decoder, the update lock must be disabled, i.e, CV 144 = 0.
CVi14d = Mo programming or update lock,
CV 144 Bit 6= 1: The decoder cannot be programmed in 'service mode'
(protection against inadvertent changes).
CV 144 Bit 7= 1: The decoder cannot be updated.
In some sound-projects, this lock is set against inadvertent changes.

Please consider that modifications like additional capacitors, electrical load connected directly with the rails
or unstable power transmission can cause problems during the update sequence.

In case an error occurs during the update or the update early aborts, then the check box 'CV verification' appears,
which, by removing the check, facilitates the execution of an update without verification of CV 8 and CV 144,

Supported MX decoders: MX600, MX616, MX617, MX618, MX622, MX630, MX633, MX634, MX635, MX636, MXa37, MX638, MX685, MXE2E.
Supperted MX sound decoders: MXG435, MXe48, MXE43, MXE58, MXB59, MXEED,

Supperted M5 decoders: M3440, M53430, M5480, M3490, M5500, M5580 and M55390 with decoder bootloader version 2.2 or higher (3/2021).
Supperted decoders with Z21XL: MX636, MX697, MX699 and MS5330.

For further information please refer to the decoder manual or www.zimo.at.

0K

Hint:

If the decoder update fails, check the contact with the decoder and try again. In case of persistent
problems, try plugging the decoder into another loco if possible. It may well be that it works better on
another loco PCB (capacitors, etc...).
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Hint:
if you want to transfer a so called “coded sound project” into the decoder, then you must write the load
code before starting the sound update. Please mind the notes from Zimo in the decoder manuals.

Zimo update

This is a coded sound project!
See also decoder manual or www.zimo.at.

Has the correct load code already been written into the
decoder?

The Z21 Maintenance Tool identifies a coded sound project automatically and a popup window will be
shown before the actual update starts.

Hint:

For updating decoders for large scales we recommend using a Z21XL, where the programming amplifier
is dimensioned for the higher currents of these powerful decoders.

Switch off decoders with large energy capacitors (e.g., MX699, MS990) after the update for one minute
(e.g., by removing the decoder and locomotive from the track) in order to empty all buffer capacitors
before the next restart.

If the error message "error while sending number of blocks" should appear at the beginning of the update,
then the cause may be an excessively high ACK current pulse from the decoder. In that case you can
limit the current with a 4.7 Ohm (5 Watt) resistor, which you connect in series with the decoder.

3.9.1 Notes on MX decoder update

To enable the update of a Zimo MX decoder, the so called “update lock” must be disabled, which usually
means, that CV 144 should be set to 0.

e CV144=0 No programming or update lock.

e CV144Bit6=1 The decoder cannot be programmed in 'service mode',
(protection against inadvertent changes)

e CV144Bit7=1 The decoder cannot be updated.

In some sound-projects, this lock is set against inadvertent changes.

MX decoders supported by Roco are capable of the so-called "fail-safe update". This means that the
decoder remains still responsive even after the update process is aborted. The update can therefore be
repeated by the user until it finishes successfully. However, some obsolete and already discontinued MX
decoders (e.g. MX620, ...) are not capable of this "fail-safe update" and therefore remain explicitly
blocked for the update with a Z21.
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3.9.2 Notes on MS decoder update

The MS decoder update procedure is supported from Z21 firmware V1.41.

ATTENTION! Updating MS decoders that were produced before March 2021 is not permitted with
the Z21, because in these older MS decoders, the bootloader, firmware, and hardware partially are
not stable enough for providing a safe and reliable update process! For this reason, such older MS
decoders were not sold by Roco. Due to the instabilities, Roco cannot guarantee a successful decoder
update with these older MS decoders.

e MS decoder firmware update is supported only with MS decoder bootloader V2.2 or higher.
You can verify the bootloader version of your MS decoder via CV 248 and CV 249. MS decoders
delivered by Zimo since March 2021 contain the bootloader version 2.2 or higher, whereas
problems can occur especially with older MS450.

e MS decoder sound update is supported only with MS decoder firmware V4.97 or higher.

You can verify the firmware version of your MS decoder via CV 7 and CV 65.
Thus update the MS decoder firmware before doing the sound update where required.

3.9.2.1 MSdecoder firmware update

42 Z21 Maintenance Tool

File Options Help
Status | Settings | IP Settings | Firmware update | Decoder update
|C: \tempiM5_4_597.z50 Open file. ..
_ clapsedtime 0057, estimated total tine 01:04, remaining time 00:06 Update...
) ) Information:
Decoder ID  Dataoffset  Datalength  Name Version Subversion  Type
Here you can update
04042800 655 123584 MS440C_4 97 4 97 3 our Zimo sound
04042300 124239 123584 M53440D_4_97 4 97 3 decoders. With button
06043200 247823 124224 MS450_4 97 4 97 3 Info..." you "“tﬂ .
receive importan
02045000 372047 122176 MS5430_4_87 4 57 3 e
03045A00 434223 120128 M5430_4 97 4 97 3 update sequence.
01050000 514351 112332 M5500_4 57 4 a7 3 Zimo decod -
imo decoders return
05055000 727183 122358 M5580_4_97 4 97 3 value 145 when
08055400 849551 120128 MS590_4_97 4 97 3 reading CV 8.
07095A00 969679 127296 MS990_4 97 4 97 3
Please consider the
update lock in CV 144
where applicable!
Info...
update running 83%, Speed: maximum, Retries: none ———

ATTENTION! The firmware update process for MS decoders is only fully supported with MS decoder
bootloader version V2.2 (delivered from March 2021) or higher.

An update of older MS decoders via the Z21 is therefore explicitly not permitted! If necessary, contact

the decoder manufacturer or obtain the suitable update device from the decoder manufacturer if you
absolutely insist on updating such old MS decoders.
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3.9.2.2 MS decoder sound update

ATTENTION! The sound update process for MS decoders is only supported with MS decoder firmware
version V4.97 (released in June 2021) or higher, because older decoder firmware versions do not react
reliably "fail-safe" to connection breaks! A sound update via the Z21 with older MS decoder firmware
versions is therefore explicitly not permitted! Therefore, if necessary, update to at least firmware
version V4.97 or higher before starting the sound update.

"Fail-Safe" means with the Zimo MS decoder: if the connection should be broken during the sound
update with decoder firmware version V4.97 (or higher), for example due to poor track contact, this is
automatically recognized and the decoder goes into a so-called "fail-safe" state at the next restart, where
the decoder remains at least accessible for a new update attempt. With older MS decoder firmware
versions, it could happen that the decoder is no longer responsive after a sound update has been
interrupted.

#, Z21 Maintenance Tool - OX
File Options Help
Status | Settings | IP Settings | Firmware update = Decoder update
[c:\temp\ZIMO_OeBB_5047_15Bit_F8.zpp Open file.
. waiting for Zimo M5 decoder fai-safe deanup... Update...
D Value - Information:
Here you can update
Decoder-type 0 our Zimo sound
Encryption 1] decoders, With button
Author unknown Info_... you will
i Know receive important
e-mal unknawn information about the
EEPROM numbers 1020 update sequence.
Flash size 3446720 bytes e or
) imo decoders return
Sound[0] Pfeife kurz value 145 when
Sound[1] Pfeife lang reading CV 8.
Sound[2] Pfeife kurz : P
i Flease consider the
Sound(3] Pfeife lang update lock in CV 144
Sound[4] Pfeife kurz where applicable!
Sound[5] Pfeife lang
Sound[6] Kompressor ablassen 4
4 ¥ Info...
MDU Seund: no response from decoder! aE———

However, for the MS decoder to go into the "fail-safe" state, it is important that the MS decoder remains
supplied with voltage for at least 30 seconds during its initialisation when restarting. During this period, a
progress bar is displayed in the Z21 Maintenance Tool. Afterwards you can retry the update.
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Note: It should be clear that a 16-bit sound project for the MS decoder is significantly larger than a
comparable 8-bit sound project for a MX decoder, and that therefore the sound update process via the
track also takes a very much longer time (about 7 min per megabyte). The sound update via the
programming track of the Z21 (implemented at the express customer request) is therefore only
recommended for occasional private use. However, if you want to load sound projects into MS decoders
frequently, you should consider purchasing a suitable update device from the decoder manufacturer, with
which a sound update can be carried out much faster via the SUSI interface of the MS decoder.

In the Z21 Maintenance Tool, the estimated total time and remaining time are displayed in the progress
bar during the update process.

#, Z21 Maintenance Tool

File Options Help
Status | Settings | IP Settings | Firmware update | Decoder update

[c:\temp\ZIMO_OeBB_5047_168it_F3.zpp Qpen file

. clapsedtime 46:59, estimated total time 53:13, remaining time 06:13 Update...
o Value - Information:

Here you can update
Decodertyp 0 our Zimo sound
Verschliisselung 0 decoders. With button
Autor unknown 'Info_...' you wiiill .
] receive importan
&-Mail unknowin information about the
EEProm Anzahl 1020 update sequence.
Flash Gréle 3446720 Bytes Zimo decod or
) imo decoders return
Sound[0] Pfeife kurz value 145 when
Sound[1] Pfeife lang reading CV 8.
Sound[2] Pfeife kurz I _—
X Please consider the
Sound[3] Pfeife lang update lock in CV 144
Sound[4] Pfeife kurz where applicable!
Sound[5] Pfeife lang
Sound[&] Kompressor ablassen o
4 ¥ Info...
Writing flash memory (38261/65990) Speed: maximurm, Retries: 5 (0,01% = very good) T

The status line also contains information on the transmission quality, such as the transfer speed and the
number of data packets that had to be repeated due to detected transmission errors. A retry-rate in the
low per thousand range is normal and harmless.

Hint:

After the successful sound update, give the MS decoder a few more seconds to initialize its configuration
variables.
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3.10 Program CV

The "Program CV" dialogue is displayed from Z21 firmware V1.22.

3.10.1 Programming DCC decoders

On this dialogue you can program the CV of loco and switching article decoders — both on the
programming track in DCC direct CV mode and on the main track (POM "Programming on Main").

file Qptions  pielp

Sutus | Settnga [ 17 Sertngs | Loconset | CAM [R5 | muthals | Fronware update | Decoder uodate | C¥ Frogranning
iV frograreny
¥ number Ve Progwsring rode -
A S o0 & DOC drect O mode
i X LCL POM loco dacader
7.0 DCC PO actesier y dacsde

Ofturber Voue Deony Value Mes ¥ahe B0 Desopson

By selecting the DCC POM loco-decoder option, it is also possible to write the CV on the main track
(POM) and even export the CV if RailCom is activated both on the Z21 as well as on the RailCom-
compatible decoder (normally CV28=3 and CV29 bit 3=1, see also decoder instructions). With main track
programming, the address of the decoder being programmed must be specified.

O ruvber Vabn Programming node
» s M s OE DCC drect CV reode
o - & DOC POM lace decoder
0] T w0 DG POM accessry docoder

DCC ragister mode
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Some modern switching article decoders (turnout decoder) also permit CV programming on the main
track (see also decoder instructions). The latest turnout decoders even permit the export of the CVs on
the main track using RailCom. To do this, RailCom must be activated both on the Z21 and in the
RailCom-compatible decoder (e.g. ESU SwitchPilot CV28=6 and CV29 Bit 3=1). For programming the
turnout decoder, select the DCC POM accessory-decoder options.

It is now necessary to know the address of the decoder. The decoder address should not be confused
with the turnout number. Up to four different turnouts are actuated under one decoder address. To
visualise the assignment for you, the corresponding turnout numbers are displayed automatically in the
dialogue under the selected decoder address.

S s s 5 s s i o7

CV Pragranning
Decoder addess OV rurber Ve Programming mode

DCC drect CV mode
DCC POM loco-deccder

@ DCC POM accessory decoder
" DCC regster made
MM ‘802 | p ogramesng mode’

CVMarber  Value Deomel  Vahue Hex Vale Bin  Descrption

Very old DCC loco decoders do not have any CV programming in "DCC Direct CV mode". So that you
can also program these decoders, from Z21 firmware V1.25 programming in what is known as DCC
register mode is integrated.

(e Oomons Help
. Stons | Sermnge | Settiogs | sooet | o, | 2305 | st | Famwere codene | Decoder codive  C¥ Brogranmng

Cr regavenyg -
L Regsie Vake Programaing mode

- S ot DCC deect CY mose
2 BCC WM ices decoder
JrNCs0 DCC POM scoassory gecnder
( oy J [ e @ OCC regsier wode

G021 progranmng moce’
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3.10.2 Programming MM decoders

From Z21 firmware version V1.23, you can also select MM '6021 programming mode' to program
modern Motorola decoders.

[ £, 221 Martenunce Tool

Flie Qptiers  Help
Suns | Getings | 1 Settngs | Locotiet | CAN | R005 | mdsaus | Prmwere update | Decoder update | CV Programmng
CV Frogramming o .
Regster Vol AR "?’
- . & D s DCC direct Cr mode
- DOC POM koco decode
J a0 DOC POM accessorny -decoder
o C(C‘ reQater node
9 MM 8021 programiming mode
CV-5et Programesng
=
Hrogrem CV-Sat
M cvtumber  vokmDeoms  vebedex  vausBn Desapaen ;
The rpt Se o v
S foomat withy
cobumn 1V Nurber;
cohsmn Iwvale
cobumn Seclancriplion
\

The programming of Motorola decoders was not intended in the original Motorola format, however. For
this reason, there is no standardised and binding process for programming Motorola decoders.

For programming Motorola decoders, what is known as the "6021 programming mode" introduced later
on has been implemented on the Z21. This permits the writing of values, but not exporting. In the same
way, the success of the write operations cannot be checked automatically.

This programming process works for many decoders from ESU, Zimo and Marklin, but not necessarily for
all decoders. For example, Motorola decoders cannot be programmed with DIP switches. Unfortunately
we do not have any details on the part of the decoder manufacturers on which of their decoders support
this programming process and which don't.

The permitted range for CV numbers is 1 to 79. Some decoders only accept CV values from 0 to 80,
other values from 0 to 255. For more info, see the relevant decoder description.

For multiprotocol decoders, DCC CV programming is very much recommended due to the greater range
of options!

3.10.3 Programming CV-Sets

The CV-Set Programming option can be used to automate frequently used programming sequences.
Here's how it works: Using a basic text editor you can create what is known as a CSV file. Each row then
corresponds to a CV write command and has the following format:

CV number ; Value ; Description
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Enter CV number and Value as decimal figures. The Description is any text. Separate each entry with a
semicolon. Empty spaces are permitted. Advanced users can also specify the desired value in
hexadecimal notation if preferred (e.g. 0x1C).

Example for activating RailCom on a Zimo decoder:

29 ; 14 ; CV29 bit 3=1: enable RailCom
28 ; 3 ; enable RailCom channel 1 and 2 (data)

DRatei Bearbeiten F_grmn Ansicht 7
29 ; 14 ; cv29 bit 3=1: enable railcom

28 ; 3, enable Railcom channel 1 and 2 (data)

Save the file in the editor with the extension *.csv. Then select that same file in the Z21 Maintenance
Tool.

flle Qpvems  Help
Satus | Settngs | 1 Settngs | Locatiet | CAN . | 3005 | mntsaUs | Pramwere upddate | Decoder update | CV Programmng
CV Programming
< CF rumber Ve PegrIR RO
2 DCC drect Cr mode
DOC POM loco-decoder
DOC POM accessorny-decoder
DOC regater node
MM 'E021 prograniming mode

S

[ cpmese.., |

-—— . l:!!ﬂ:!

CVhumbar  VoheDeoms'  Valoe Mex ValuzBn  Descrpton

% " 00E D001 CV29Bt 3m1 enabie Rakon i sepepaten

% 3 M3 PO00001i  mable RaiCom Charnel 1 and 2 {data) | colmnleCy-Narber;
cohsn dwvae:
Lodume Secdancripion|

Clicking "Program CV-Set" will write this programming sequence to the loco decoder.
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3.11 Options

In main menu — Options you can find the language settings and a choice of several different skins for the
user interface.

£, Z21 Maintenance Tool

r-BUS multiMAUS | Firmware update | Decoder update | CV Programming

Charcoal Dark Slate
Obsidian

Ruby Graphite
Detector Monitor...

; Silver
RailCom Monitor... %

WLANmaus Update

Loco Controller... Strg+L

i Loco List.., Windows
|
i

Ve Signal Box... Strg+S

Serial number: Firmware version: Hardware version:
il V1.40 5

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
17,9V 17,9V 15mA 0mA 20 °C

connected with 192.168.0.111

Furthermore, there exist other menu items that can be useful for setting up and testing hardware
components around the Z21, and which are described in the following sections.

3.11.1 Detector Monitor

All R-BUS feedback modules are displayed in this window.

32, Detector Monitor
R-BUS | CAM | LocoMet
; Modulel |, Module2 .|, Module3 . , Moduled4 |, ModueS -

B | D ) | | ) |

; Module6 -|, Modue7 |, Moduled . , ModuleS .|, ModulelD .

NS | | | |

; Module1l |, Module12 |, Moduel3 ; , Modulel14 |, Modulels o

NS | | | |

; Modulei6 |, Modulei? .|, Moduledid .|, Moduleid  , Module20

[ I I | | ) | ) |

| Cose |

A red field means "occupied" and a green box stands for "free".
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In the CAN and LocoNet tabs, all track occupation detectors found in the system are automatically
displayed.

Detector Monitor

228

RBUS | CAN | LocolMet

Module Address=2  NetID=0xD4B1

1 3

If the used detector and the locomotive are able to do so, then the locomotive address determined by
RailCom is also displayed inside the red field.

Detector Monitor

i)
R-BUS | CAN | LocoMet

. Input Address 1.. & g
- 7 _r | I I |
Input Address 9 .. 16

9 16
[ S S| S| S| — — —

| poll Locomet | Report Address: 1017

You can request the status of the detectors with the button "Poll". The "Report Address 1017" is the
default value used for polling the Uhlenbrock 63320 feedback modules. See user manual Uhlenbrock
63320.

3.11.2 RailCom Monitor
In the RailCom Monitor you can see the feedback data from RailCom-enabled loco decoders.

# RailCom Monitor

Address  Speed Qos Channel 2 usage Received
3 1] 0 Speedl, QoS 3374

Connected

In addition to the address and the number of packets received, the current speed and QoS (Quality of
Service) are also displayed, subject to the condition that the decoder actually sends this kind of data.

The displayed speed should theoretically correspond to "km/h" and can usually be scaled with a factor in
the decoder.

With QoS, a decoder can report its number of incorrectly received DCC packets per total number. The

lower the numerical value, the better the reception in the decoder. Higher values, on the other hand, can
indicate poor contact, e.g., due to dirty tracks.
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Please note that the locomotive decoders still behave quite differently concerning the feedback data, and
some even do not report any data at all. In some cases, it is necessary to activate the feedback in the
decoder via CV (CV28, CV29, ...). More information can be found in the manuals for the decoder. Thus,
the RailCom Monitor can only be used for information and testing purposes. It depends on the decoder,
whether reported values make sense or not.

3.11.3 Loco List

Description see chapter 3.4 LocoNet.

3.11.4 Loco Controller

If you want to try out your changes to the decoder CVs straight away or simply want to control a loco via
the PC simply as a test, you can do this via the loco controller. It is even possible to use multiple
controllers simultaneously with different loco addresses.

The loco controller is opened in the Z21 Maintenance Tool via the main menu - Options - Loco
controller or by using the key combination Ctrl+L.

n il il
5 | |k
M M
HH

1

_
M| | m| | M| ™M
M| |m| D
EEHHHHHH
=
h
b
m | |™m
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w | |
oL LI I I T I ]
B s e | e

m| || |™m

Bk (e
m| |

5| e
M
B
(5, ]
(=1

-n
]
ul
b

E Rev| (Fwd

You can then enter the desired loco address on the controller. It is also possible to regulate the set speed
steps of the loco and to change them. When you send a drive command or a function to the loco, the set
speed steps are saved on the z221.

The loco can be operated with the PC mouse and the keys R, F, S, G and 0 to 9. The speed can be
changed via the cursor keys.
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3.11.5 Signal Box

The signal box is used for testing turnouts and signals connected to accessory decoders. This window
can be opened in the Z21 Maintenance Tool via the main menu - Options > Signal Box or by using the
key combination Ctrl+S.

Signal Box #1

Basic | DCCext Switch | DCCext Signal
DCC/MM Decoder

Mumber

In the tab "Basic", turnouts or very simple light signals can be operated with the so-called switching
commands for "basic accessory decoders" existing since the early days of DCC, e.qg. inside the
multiMAUS. "Red” also stands for "branch" and "green” for "straight".

Signal Box #1

Basic | DCCext Switch | DCCext Signal
10836 switch DECODER
Number
1

@® Red Time

'Green 5 = |[100ms] =

Starting with Z21 FW version 1.40, the Z21 switch DECODER (10836) can also be controlled in the tab
DCCext Switch via the switching commands in the new "extended accessory decoder control packet
format". DCCext stands for "extended DCC". Here you can specify in one single command the turnout
position and also the time for how long the magnetic drive (coil) should be switched on. The value 0
stands for "turn off" and 127 is "permanent-on", and both values can be used e.g. for street lamps, but
never for magnetic drives without limit-switching (auto-power-off)! Again, "red” is also used for "branch"
and "green" for "straight”.

ATTENTION: When testing, be sure not to overload the coils of your turnout drives by a very long switch-
on time, if these drives do not have a limit-switchin inside for stopping the operation automatically! Use
the shortest possible time allowing yet a reliable operation. In case of doubt, start with the value 1, which
corresponds to the shortest possible switch-on time of 100ms.

Document version 1.16 11.08.2021 59/74



Z21 Maintenance Tool User Manual W

Signal Box #1

Basic | DCCext Switch | DCCext Signal
10837 signal DECODER
Number

Starting with Z21 FW version 1.40, the DCCext signal of the Z21 signal DECODER (10837) can also be
controlled via the switching commands in the new "extended accessory decoder control packet format".
DCCext stands for "extended DCC". The desired signal ascpect is transmitted in only one switching
command. The valid range of values depends to a large extent on the concrete signal in use, but common
values are, for example:

e 0..Stop
4 ... Go with speed limit max 40 km/h
6 ... Go with speed limit max 60 km/h
16 ... Go
65 (0x41) ... shunt go
66 (0x42) ... signal dark (for example approach signals)
69 (0x45) ... substitution (permission to pass a defect signal)

The concrete DCCext value for the desired signal concept of your signal can be found for the Z21 signal
DECODER under https://www.z21.eu/en/products/z21-signal-decoder/signaltypen.

DCCext switching commands are available from Z21 firmware V1.40.
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3.12 smartRail

|| S50 | satings | 12 Sattnge | Frrwers uontate | Sovmtiind stanun | Sens i satings | GV Programemng B

Coonection

Enter the I adkdress of your 22141 svelhbodd and Sctaaie e Srnecion, [
Informaton: factory defaut satting is 192, 165.0. 111 ‘

Versong
Serwl rumber; Frrwwry verson: Mt types v sermon:
03 VLIS S thad 2
Sptem
Soply wotmge: Internad voltage: Nan rack aerent: Prog-track aurent: Terpecstre:
eV ey dmA - ne
connected with 1921680111

The Z21 Maintenance Tool automatically detects the type of hardware it is connected to.
With smartRail, two additional tabs are displayed that are described below.

3.12.1 smartRail Status

| Statun | Sertngs | 1 Settrgs | Prmeare uexdate | “oor i stwte | smertid sestings | CV Programeng
Satn

Recent Smarthad Stans
Adckrass Mt Souch-Controler: Mode-
3 ame

I order to acheeve 3 good poemon-control, the slowed soeed range of the loco is resticted.
Irformation: you can adspt fas speed rangs in the Smartial settngs.

Recent spead-stend ) ma %)

[ X 2

If the address of the loco-decoder canno! be read from CV, the address must be dedermined by starting 2 1000 622, The scan area sl be shertened step
by steo.

Locoecan progress:

Locoscen ares from: |

The current operating status of your smartRail can be imported here. In addition, the touch user interface
can be assigned a specific loco address (only in "GO" status).
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3.12.2 smartRail Settings

r
5}, T3 Muirnenance Tood = L
| []; Qptioms  Help

Statn | Gettrgs | P Sattege | Prmeery update | Srer el et | SRl mitrgs Oy Pragraneeg

Setngs

Indormation: here you con chasge the SmartRad settings. I the operating characteristics chasge for the worse, you can undo all changes
By pressing the buttos Tactory Defasdts’ followed by ‘Wite'

Triggerng vl of the Sach-<e s and sder
Touch-+ays Sermtaty (W) Tauch-sder Sensbiaty (%) Sdar g dracson
werted
100 . W%
Adagh the Terwmum and Twdmam eed of e 1oling rosd Fack carfly scoseding T your nedel ooz
Ve Maxmurs
Rl M e e
"™ 0% 0% % F o 1%
Pararwters of e poston controler Sermryaty of he Rewrmore:
0 (%) 0w
320 ol
] 100% e
Lo scan made
3-end Joad {eutn) - PO tgh fraguency Pauhater, Maeon, ...} Rotary Soow tawet Seas &ncsors
Aeas Cactwy Defnts Kt
|
Comnected with 1523080111 |
= :

Here the user can make various fine adjustments for smartRail, such as the touch sensitivity, as required.

If the drive characteristics become poorer as a result, all changes can be reversed by clicking "Factory
settings”, followed by "Write".

New from smartRail firmware V1.14 are the options that can be used to reverse the occupancy of the
slider for the "forward" and "backwards" driving direction and restrict the Loco scan mode for your own
collection. This normally makes the scan process slightly faster, and there are fewer potential sources of
error. There are the following setting options:
e 2-and 3-rail (auto): An attempt is made to detect both digital 3-rail locos (MM Il, DCC) and
digital (DCC) and analogue (PWM) 2-rail locos automatically.
This is the default setting for smartRail.
e 3-rail only: The scanning process for 2-rail locos is omitted.
e 2-rail only (DCC, PWM): The scanning process for 3-rail locos is skipped. An attempt is made to
detect automatically whether there is a digital or analogue 2-rail loco on the smartRail.
e 2-rail DCC only: The scanning process for 3-rail locos and analogue 2-rail locos is skipped.
e 2-rail PWM only: After measuring the loco length, the system changes immediately to analogue
2-rail mode (PWM).

Analogue locos are controlled on the smartRail using low frequency pulse width modulation (PWM). The
low frequency is essential due to interference suppression capacitors installed in the analogue locos.
Depending on the model and manufacturer, these capacitors may be of different sizes and can result in
unnecessarily high power consumption and excessive heating at high frequency. Low frequency PWM is
not suitable for coreless motors (e.g. from Faulhaber, Maxon, ...). The new "PWM high frequency"
option has been added so that you can also operate your high-quality models equipped with coreless
motors on the smartRail. Note: This feature is in the test phase and is expressly not recommended for
analogue locomotives with conventional DC motors.
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New from smartRail firmware V1.15 is the "Rotary Snow Blower special functions" option. If this
option is activated, an advanced loco scan is performed to detect the Beilhack snow blower. If a snow
blower is detected, special handling of the touch function keys FO and F4 is activated.

A short press of the FO key activates the normal front lights as usual. A long press of the FO key will
switch on the step lights for around two seconds. After a further two seconds, the rear red warning lights
are activated.

The F4 key is used to start rotating the coachwork. This is only possible with speed step 0. During the

rotating process, the conveyor is braked to prevent uncontrolled movement due to the geometry change
in the model being monitored.
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4 zLink

The zLink interface, introduced for the first time with the Z21 single BOOSTER, allows, among other
things, to integrate even devices with very small microcontrollers such as signal decoders into your Wi-Fi
network. Devices with zLink interface are at present (01/2021):

10806 Z21 single BOOSTER

10807 Z21 dual BOOSTER

10836 Z21 switch DECODER

10837 Z21 signal DECODER

The 10838 Z21 pro LINK can be connected to this zLink interface of these end devices. It works as a
gateway between WI-FI and zLink and can be used for the following purposes:
1. Configuration of the end device
2. Firmware update of the end device
3. Controlling and operating the end device by Wi-Fi clients, for example for testing and placing
new hardware into operation.

All these tasks can also be performed with the Z21 Maintenance Tool by connecting the Z21 pro LINK in
client mode to the same Wi-Fi network, in which your PC or laptop with the Z21 Maintenance Tool is
already logged in. See also the instruction manual of the 10838 Z21 pro LINK.

After all devices are now registered in the same Wi-Fi network and the Z21 pro LINK is connected to the
desired end device such as booster or decoder, then use the buttons on the Z21 pro LINK to go into the
menu "Wireless" and to scroll down to the line "IP Address". Note: During startup, the Z21 pro LINK
dynamically receives its IP address from the Wi-Fi access point, and of course it can differ in your
network from our example. It could also be 192.168.0.103 or something else. Therefore, it is important to
mind the information shown on the display carefully.

#, Z21 Maintenance Tool

File Options Help
Status | Settings | IP Settings | Firmware update

Connection

Enter the IP address of your Z21-digital switchboard Wireless
Information: factory default setting is 192.168.0.111

pr— e
| IP address | Static IP Addre:
l 192.168.1.71 .‘
% _J Subiny PE
| comnect |
Z21 1 LINK
Versions
Serial number: Firmware version: Hardware type: Hardware version:
System /
Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature: -
not connected < » 4

Now enter the IP address shown on your Z21 pro LINK into the Z21 Maintenance Tool, and then press
the button "Connect".

The Z21 Maintenance Tool is now trying to detect the device connected to the 10838 Z21 pro LINK. All
this works without any DCC central station. Thus, no Z21 is necessary here, because the PC
communicates directly via Wi-Fi and Z21 pro LINK with the end device.

While working with the Z21 Maintenance Tool, it is recommended that no other Wi-Fi client (Z21 app, ...)
is connected to the Z21 pro LINK.
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4.1 Z21 single BOOSTER und dual BOOSTER

41.1 Status

If the Z21 pro LINK is plugged into a 10806 Z21 single BOOSTER or 10807 Z21 dual BOOSTER, the
detected device and the status including the firmware version is shown.

£, Z21 Maintenance Tool

File Options Help
Status | Booster status | Booster settings | Firmware update
Connection

Enter the IP address of your 221-digital switchboard and activate the connection.
Information: factory default setting is 192, 168.0.111

192.168.1.71 3 Z21 05 BOOSTER

Serial number: Firmware version: Hardware type: Hardware version:
153 V1,10 221 Dual BOOSTER 2

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
18,1V 17,7V 5mA = 20 =C

connected with 192.168.1.71

More details can be seen in the Booster Status tab.

Z21 Maintenance Tool

=
File Options Help
Status | Booster status | Booster settings | Firmware update

FEnE 17,8V 14,2V

Schattenbf
S5mA 3 mA
(A}

[=] Input signal OK Track output 1inverted Track output 1inverted
[E9) CANM connection OK

Configuration mode

Over temperature Temperature Sensor 1: Temperature Sensor 2: Input voltage:
22°C 20 =C 17,9V

Poll

connected with 192,168.1.71
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Depending on the type, single or dual booster, one or two panels with the current voltage and power

consumption appear for each track output. The icons under the panels indicate the status of the

respective track output:

@ Track output is switched off.

#. Short-circuit detected.

@ Auto Settings Ok: the settings for track voltage and RailCom have been transferred from the control
center to the booster automatically.

B8 Brake generator mode active.

—* RailCom cutout active: the RailCom cutout is generated in the DCC track signal by the booster.

= RailCom cutout active + RailCom data from a locomotive decoder is received in the booster.

Moreover, status information about the DCC input signal, CAN bus, mode as well as the operating
temperatures can be seen.

When connected with a 10806 Z21 single BOOSTER, of course, the display panels for the second track
output are omitted.

With the buttons "STOP" and "GQO" you can switch the booster’s track outputs off and on again. Of
course, switching on can only be done successfully if there exists a valid DCC input signal coming from
the control center.

4.1.2 Settings
In the Booster Settings tab, you will find all the options that you can configure on your booster.

#, Z21 Maintenance Tool

File Options Help
Status | Booster status | Booster settings | Firmware update
Track Output 1
Track output voltage & RailCom: putput voltage [mv]
apply same settings as in 221 -

13000

automatically {CAM only) -

forward RailCom channel 2 data to 221 (CAN)
Shaort dreuit detection Auto inversion speed
activate DCC braking generator
forward short circuit to control centre
normal activate auto inversion
Track Qutput 2

Track output voltage & RailCom:  Track output voltage [mv]
apply same settings as in 221 14000 - activate RailCom
automatically (CAM only) -

forward RailCom channel 2 data to 221 (CAN)
activate DCC braking generator
forward short drouit to control centre

Short drcuit detection Auto inversion speed

activate auto inversion

MName
Read Schattenbf Default Values

connected with 192,168.1.71 —

The individual settings have already been explained in section 3.5.2 Roco 10806 and 10807 booster
setup, see there. Use button “Default Values” to fill the tab with the factory defaults and write them into
the booster by pressing the button “Write”.

You can enter a name (free text with up to 16 characters) in the input field "Name" and write into your
booster. It can be used as a reminder making it easier to identify the device in the future.

4.1.3 Firmware Update
In the Firmware Update tab, you can update the firmware of your booster.
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4.2 721 switch DECODER

4.2.1 Status

If the 221 pro LINK is plugged into a 10836 Z21 switch DECODER, the detected device and its status
including the firmware version is shown.

£, Z21 Maintenance Tool

File Options Help
Status | Decoder status | Decoder settings | Firmware update | CV Programming

Connection

Enter the IF address of your Z21-digital switchboard and activate the connection.
Information: factory default setting is 192, 168.0.111

IP address

192.168.1.71

Disconnect

Versions

Serial number: Firmware version: Hardware type: Hardware version:
2005 V1.10 Z21 switch DECODER 1

System

Supply valtage: Internal voltage: Main track current: Prog-track current: Temperature:
= 3.3V 49 mA =

connected with 192,168.1.71

More details can be seen in the Decoder Status tab.

#, Z21 Maintenance Tool
File Options Help
Status | Decoder status | Decoder settings | Firmware update | CV Programming
Inputs and Outputs

[E5] Input signal DCC
[=3 Configuration mode
[=5] Short drcuit
Current: 48 mA

pulse operation (] & + [8] continuous operation with
g bulb simulation

pulse operation (] Lo “ [E5] continuous operation

pulse operation [ Lo 1x (| alternating lights with
> bulb simulation

pulse operation (] > | | || alternating lights

Addressing

Output 1to 4 Addressing mode: Output 5 to 8:
Turnout 1 -4 Roco Turnout 5 -8

connected with 192,168.1.71

Status ligths for the input signal, configuration mode, short circuit and current can be seen on the left side.
The operating mode and status of each of the 8 output pairs are also displayed. Red color stands for
“output A” and green color stands for “output B”. A bright color means "on", a dark color means "off".
Outputs that have never been switched since the decoder was switched on, are shown in gray color.
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4.2.2 Controlling

You can switch the outputs for testing purposes even without any DCC central station. To do so, use the
"Signal Box" feature described in section 3.11.5 Signal Box. It can be opened via the menu Options >
Signal Box or by using the key combination Ctrl+S.

#, Z21 Maintenance Tool

File Options Help
Status | Decoder status | Decoder settings | Firmw3
Inputs and Outputs Basic | DCCext Switch | DCCext Signal

10836 switch DECODE!
[E5] Input signal DCC

[=3] Configuration mode
[=5] Short drcuit
Current: 48 mA

Number

@ Red Time

» Greer 4 = [w00ms] 2
pulse operation ] ~ tinuous operation with

b simulation

pulse operation [E] e RZ2Z 22722 » tinuous operation

pulse operation &5

pulse operation (]

Addressing

Output 1to 4 Addressing mode: Output 5 to 8:
Turmnout 1-4 Roco Turnout 5 -8

connected with 192.168.1.71

4.2.3 Settings
The decoder can be configured in the Decoder Settings tab.

£, Z21 Maintenance Tool

File Options Help
Status | Decoder status | Decoder settings | Firmware update | CV Programming

Commaon Settings
Address 1: Addressing: Fade-in [ms]

1 = Turnout 1-4 Roco = [ Railcom 100 =
Address 2: Mame: Fade-out [ms]
0 ~ Turnout 5 - 8 {auto) T13 Level2 200 =

-

Output 1to &
Nr. Operation mode Time [ms] min Dimming max Initislization Invert
! off
! off

off
/) off
/) off
¥ |off
/) off
! off

: pulse operation 500

: pulse operation 500

: pulse operation 500

: alternating lights 500
: alternating lights with bulb simulation 500

+ continuous operation 500

1
2
3
4
5
6
7
8

i}
1]
i}
0: pulse operation 500
1
2
4
5

T T T T

EHCEHEH CRE NN ER N

: continuous operation with bulb simulation 500
Read Write Decoder reset...

connected with 192.168.1.71 E—

Here, the first and second decoder address, as well as the addressing mode, RailCom and the duration of
smooth fading in and fading out can be configured without any complicated CV tables.
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Next to the two decoder addresses, the corresponding turnout numbers are displayed, with which the
individual output pairs can be switched, e.g., with the multiMAUS.

For each output pair, the operating mode, the power-on time (if applicable), a dimming value (for
illuminations) and a power-on initialization value (for simple signals) can be configured individually. For
the detailed descriptions of the available values, see the user manual for the 10836 Z21 switch
DECODER. Use dimming for illumination purpose only, and never for magnetic drives.

You can enter a name (free text with up to 16 characters) in the input field "Name" and write into your
decoder. It can be used as a reminder making it easier to identify the device and its turnouts in the future.

You can reset the decoder to its factory settings with the button "Decoder Reset".

4.2.4 Firmware Update
In the Firmware Update tab, you can update the firmware of your decoder.

4.25 CV Programming
If you prefer to configure the decoder via CV, you can do this in the CV Programming tab.

#, Z21 Maintenance Tool

File Options Help
Status | Decoder status = Decoder settings | Firmware update | CV Programming

CV Programming

Decoder address CV number Value Programrming mode

. s 161 < oAl DCC direct CV mode
= = = DCC POM loco-decoder
(Turnout 1-4) bit7..0 ® DCC POM accessory-decoder

|EET| DCC register mode )

CV-Set Programming

File

Open File...

CV Mumber  Value Decimal  Value Hex Value Bin  Description Information:

The input file is in
Csv-format with:
column 1=CY-Mumber;
column2=value;
column3=description;

connected with 192.168.1.71

All the CV programming commands are also forwarded directly to the decoder by the Z21 pro LINK via
the zLink interface. This means that here no DCC centrals station is necessary. The corresponding CV
table can be found in the user manual for the 10836 Z21 switch DECODER.
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4.3 721 signal DECODER

4.3.1 Status

If the Z21 pro LINK is plugged into a 10837 Z21 signal DECODER, the detected device and its status
including the firmware version is shown.

£, Z21 Maintenance Tool
File Options Help

Status | Decoder status | Decoder settings | Firmware update | CV Programming
Connection

Enter the IP address of your 22 1-digital switchboard and activate the connection.
Information: factory default setting is 192, 168.0.111

address

192,168.1.71

Disconnect

Versions

Serial number: Firmware version: Hardware type: Hardware version:
3 Vil 721 signal DECODER z

System

Supply voltage: Internal voltage: Main track current: Prog-track current: Temperature:
17,2V = = =

connected with 192.168.1.71

More details can be seen in the Decoder Status tab.

#, Z21 Maintenance Tool

File Options Help
Status | Decoder status | Decoder settings | Firmware update | CV Programming
Inputs and Outputs

[B8) Input signal DCC
[=3 Configuration mode
[=5] Short drcuit
Voltage: 17,2V

BTE EE QS R =vi - ..

Railrcad crossing
Closed

..

Universal § ) Universal #2
Go 40 Warning

Addressing

First signal address: Addressing mode: Number of signals:
1 Roco 3

connected with 192.168.1.71

Status ligths for the input signal, configuration mode, short circuit and voltage can be seen on the left
side. Also the configured signal types as well as the current signal aspects are shown in a graphical way.
Each active output is also highlighted inside the graphic of the signal decoder. An "astersik" indicates
flashing outputs.
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Enlarge the application window to see even more details on the signal panels.

e Options Melp
State | Dococer sads  [ecoder settngs | Pemware update | CF Programmng
Irputs and Outputs

B Inout sgne DCC

% Corfiguraton mode
B Short arcut
Voltage: 17,4

Ravoad crossng
Cosed

Universal Univarsal 02
Go 40 Step

Addresany

A small number at each "lamp" in the signal panel indicates the ascending sequence to which clamp of
the signal decoder the LED should to be connected.
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4.3.2 Controlling

You can switch the signal aspects for testing purposes even without any DCC central station. To do so,
use the "Signal Box" feature described in section 3.11.5 Signal Box. It can be opened via the menu
Options - Signal Box or by using the key combination Ctrl+S.

#, Z21 Maintenance Tool

File Options Help Basic | DCCext Switch | DCCext Signal
Status | Decoder status | Decoder settings | Firm: 10837 signal DECODE!

Inputs and Outputs Number

[B9] Input signal DCC
Configuration mode
[=5] Short drcuit
Voltage: 17,2V

l

@ o0

5 : )
Universal Universal #2
Go Stop

Addressing

First signal address: Addressing mode: Number of signals:
1 Roco 3

connected with 192,168.1.71

The actual DCCext value for the desired signal aspect of your signal can be found in
https://www.z21.eu/en/products/z21-signal-decoder/signaltypen.

You can switch a signal even more comfortably by clicking with the right mouse button on the signal
graphic.

# Z21 Maintenance Tool

File Options Help
Status | Decoder status | Decoder settings | Firmware update | CV Programming
Inputs and Outputs

-+
0 4w

[B8] Input signal DCC
[=3 Configuration mode
[=5] Short dircuit
Voltage: 17,2V

N

mVYA § 00

Railroad crossing
Idle

' v DCCext 000 (0x00) : "Stop"
- DCCext 065 (0x41) : “Shunt Go"
Universal Universal #2 DCCext 069 (0x45) : "Substitution"
Go Stop
= DCCext 070 (0x46) : "Blink"
Bedkea DCCext 068 (0x44) : “Warning"
First signal address: Addressing mode: Number of sig DCCext 004 (0x04) : “Go4D"
1 Roco 3 = :
"GoBO"

connected with 192,168.1.71
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Do a click with the right mouse button in the panel with the signal graphics. A pop-up menu will appear,
where you can select and switch a new signal aspect. In addition to the name of each signal term, there
can also be seen on the left side the value with which this signal aspect could be switched by means of
"extended accessory packet format". DCCext stands for "extended DCC". More information about
"DCCext" can be found in the user manual for the 10837 Z21 signal DECODER. This value is shown in
the decimal format and also in hexadecimal format for the advanced user. With this pop-up menu, you
can become acquainted with the different signals in a very simple way, even without a "reference book",
or you test a new signal for correct function.

4.3.3 Settings
The decoder can be configured in the Decoder Settings tab.

#, Z21 Maintenance Tool

File Options Help
Status | Decoder status | Decoder settings | Firmware update | CV Programming
Commaon settings
1st Address: Addressing:
1 : Signal address = 1 Roco = [ Railcom

Signal Count: Mame:

3 = 5759

Signals
Mr.  Signal configuration Initialization
1 0x47: Universal (DEFALLT) restore last state from EEPROM Cutput Al...A8

2 0x48: Universal %2 restore |ast state from EEFROM OQutput B1...B4

3 0x45: Railroad crossing restore |ast state from EEFROM Output B5...B8

Decoder reset...

connected with 192.168.1.71

Here you can configure the first decoder address, the number of signals, the addressing mode and
RailCom without any CV tables. Next to the decoder address, the corresponding first signal address is
displayed, with which the signals can be switched, for example, with a multiMAUS or with the Z21 app.

One of numerous predefined signal configurations as well as a power-on initialization can be individually
adjusted for each signal. By default, it is configured to restore the signal aspect that was shown before
the decoder has been turned off. However, here you can also select a specific signal aspect to be when
the decoder is switched on.

There is an indication on the right side, showing to which terminal block of the decoder the respective
signal can be connected. This value depends on the actual number of signals.

More information about decoder address versus signal address, signal configuration and "DCCext" can
be found in the user manual for the 10837 Z21 signal DECODER. More details about the predefined
signal configurations can be found online at https://www.z21.eu/en/products/z21-signal-
decoder/signaltypen.

You can enter a name (free text with up to 16 characters) in the input field "Name" and write into your
decoder. It can be used as a reminder making it easier to identify the device and its signals in the future.

You can reset the decoder to its factory settings with the button "Decoder Reset".
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4.3.4 Firmware Update

In the Firmware Update tab, you can update the firmware and resources of your decoder. The resources
are the predefined signal configurations that you can choose from.

£, Z21 Maintenance Tool

File Options Help

Status | Decoder status | Decoder settings | Firmware update | CV Programming

Update to Decoder Firmware V1.11

Log

Initializing

Calculating firmware

Verifying firmware

Calculating datas

Verifying datas

Synchronization not necessary

Resource Update: verifying signal configurations. ..
Resource Update: 46 configurations verified.
Resource Update: initializing signals. ..
Resource Update: Done

connected with 192.168,1.71

435 CV Programming
If you prefer to configure the decoder via CV, you can do this in the CV Programming tab.

£, Z21 Maintenance Tool

File Options Help
Status | Decoder status | Decoder settings = Firmware update | €V Programming

CV Programming
Loco address CV number Value
161 = OxAl

Programming mode
® DCC direct CV mode

DCC POM loco-decoder
bit7..0 DCC POM accessory-decoder

CV-Set Programming

File

Information:

CV Mumber  Value Decimal Value Hex Value Bin  Description

The input file isin
csv-format with:
column 1=CV-MNumber;
column2=value;
column3=description;

connected with 192.168.1.71

All the CV programming commands are also forwarded directly to the decoder by the Z21 pro LINK via
the zLink interface. This means that here no DCC centrals station is necessary. The corresponding CV
table can be found in the user manual for the 10837 Z21 signal DECODER.
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